
  

 

 

Agenda for the 
Allendale Charter Township Board Meeting 

Monday, August 24, 2026, 6:00 p.m. 
  
Members Present: 
Members Absent: 
Guests Present: 

Meeting called to order  
 Invocation given by Bruce Zeinstra 
 Pledge of Allegiance  
 Approve Agenda 
 Consent Agenda 

o Approval of the August 10, 2026, Regular Board Meeting Minutes 
o Bills 
o Interim Payments 

 For information 
o July East District Monthly Report 
o Notice of Hire: Head Assessor Ashley Larrison 

 Public Hearings 
 Public Comments 
 Guest Speakers 

o Library Director Abby Black  
 Action Items 

o Ordinance 2026-11: Zoning Map Amendment Ordinance Springfield Crossings 
Planned Unit Development 

o Resolution 2026-11: Springfield Crossing Planned Unit Development 
o Emerald Springs Phase 2 Final Plat (Re)Approval 
o Resolution 2026-12: Set Annual Public Hearing for Millage Rate 
o Public Utility Standard Construction Requirements 
o Sun Homes Knollwood Eminent Domain Lot 61 Restoration 

 Discussion Items 
 Public Comments 
 Board Comments 
 Adjournment 

 
Our Wi-Fi connection may be used to access the Board Information Packet: 

• Account: ACT_Guest Password: ACTguest  
• Agenda and Packet file location: www.allendalemi.gov  Boards & Committees  Board of Trustees 

 Minutes & Agendas  

http://www.allendalemi.gov/










































































































































































































































































































































































































































































































































































































AutoCAD SHX Text
PLUG



















AutoCAD SHX Text
bob.dolweck/M:\Proj1000-3000\1071ALLE\Interior Water Meter Detail.dwg/M:\Proj1000-3000\1071ALLE\Interior Water Meter Detail.dwgM:\Proj1000-3000\1071ALLE\Interior Water Meter Detail.dwg

chaddoornbos
Cross-Out





































TABLE A

PIPE SIZE

8" TO 24"

36" TO 42"

27" TO 33"

DIA.

4'-0"

5'-0"

6'-0"

F
L
O

W

8" THRU 12"

15" THRU 18"

21" THRU 27"

30" THRU 36" 15"

10"

12"

8"

(INCOMING)

PIPE SIZE DROP SIZE

C

TABLE B

STEPS

PRECAST

UNDISTURBED GROUND

4000 PSI CONCRETE

COMPACTED SAND

C
=

T
A

B
L
E

 
B

FOR C478 UNITS.

WATERPROOFING REQUIRED

DROPS OVER 2'-0"

DETAIL FOR INVERT

USE DROP CONNECTION

STANDARD SANITARY MANHOLE

333100_MH

7/26

CONDITIONS WITH GEOTEXTILE FABRIC

NOTE:  IF BASE IS PRECAST, SET

IN IMPERVIOUS SOILS OR WET

ON MIN. 3" OF PEA GRAVEL

SURFACE OF 

26" CASTING AND COVER AS SPECIFIED

OR PRECAST CONCRETE

CASTING SET IN FULL BED

OF MORTAR ON BRICK RISERS

ADJUSTING RINGS (AS REQUIRED)

F

L

O

W

COMPACTED SAND

1
6
"

5"

6
"

2
'
 
M

I
N

V
A

R
R

I
E

S

0
'
 
T

O
 
1
6
'
 
D

E
E

P

C
-
7
6
 
C

L
.
 
I
I
I

A
S

T
M

 
C

-
4
7
8
 
O

R

1
6
'
 
T

O
 
2
5
'
 
D

E
E

P

A
S

T
M

 
C

-
7
6
 
C

L
.
 
I
I
I

3" MIN.

DIA.=TABLE A

DIA.

(SEE TABLE A)

6
"
 
M

I
N

.
6
"
 
M

I
N

.

PLAN

SECTION

4000 PSI CONCRETE

POURED IN PLACE

TROWELED SMOOTH

F

L

O

W

2
0
"

M
A

X
.

GROUT FLOW CHANNEL USING

HYDRAULIC CEMENT - PROVIDE

SMOOTH, CONSTANT GRADE ACROSS

STRUCTURE

GEOTEXTILE FABRIC

WRAP FOR ALL JOINTS.

PROVIDE PRESS SEAL EZ

4000 PSI CONCRETE

GROUND OR STREET

NOTE:

FLOW CHANNEL WALLS SHOULD BE FORMED OR SHAPED TO THE FULL HEIGHT OF THE CROWN

(FORCEMAIN RECEIVING STRUCTURES) OR SPRINGLINE (ALL OTHER STRUCTURES) OF THE

OUTLET SEWER IN SUCH A MANNER AS TO NOT OBSTRUCT MAINTENANCE, INSPECTION, OR

FLOW IN THE SEWERS.

4' MIN.

6" MIN

6
"
 
M

I
N

.

Page 170 of 284



333100_MH CASTING

7/26

STANDARD SANITARY MANHOLE CASTINGS

CONCRETE COLLAR (PLACED

AFTER BITUMINOUS BASE

COURSE)

COVER

CASTING

TOP COURSE

BASE COURSE

PRECAST ADJUSTMENT

RINGS (WHERE REQUIRED)

PRECAST MANHOLE

BUTYL RUBBER SEALS

(TYP.) 5/8"X3 1/2"
PRECAST MANHOLE

DRILL OR REPLACE WITH

PREDRILLED CASTING

ADJUSTMENT RINGS

CASE I: MANHOLE IN ROADWAY

NO SCALE

CASE II: MANHOLE IN EASEMENT OUTSIDE OF ROADWAY

NO SCALE

6
"
 
M

I
N

20" MAX. ADJUSTMENT

6" MIN.

6
"
 
M

I
N

20" MAX. ADJUSTMENT

2
 
1
/
2
"
 
M

I
N

6" MIN.

CASTING

(4) 5/8" THREADED ROD

WITH WASHERS & NUT,

WITH RAMSET RM-58

DROP-IN ANCHOR (TYP.)

CONCRETE COLLAR

TOPSOIL

BOLT DOWN COVER

(WITH PENTAGON

BOLTS)

MORTAR

BETWEEN

RINGS
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4 EA. - 5/8" GALVANIZED STUDS

PRECAST CONCRETE ADJUSTING RINGS

1/2" MORTAR COAT

MANHOLE CONE

BOLTED & GASKETED

WATERPROOF CASTING

& COVER

SET CASTING

IN MASTIC

NEOPRENE COMPRESSION RING (TYP.)

NOTE:

REQUIRED IN LOCATIONS INDICATED ON DRAWING

WATER TIGHT MANHOLE COVER

FINISHED GRADE

333100_WTCOVER

03/24
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MANHOLE WALL

WATERSTOP

BUTT JOINT

HYDRAULIC

CEMENT

MANHOLE WALL

WATERSTOP

CEMENTED TO

PLASTIC PIPE

PLASTIC PIPE

MANHOLE REINFORCEMENT

PLASTIC PIPE

MANHOLE JUNCTION

333100_WATERSTOP

03/24

6"
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333100_CO

07/26

SCALE: NOT TO SCALE

TWO-WAY FORCEMAIN CLEANOUT

NOTES:

* ADDITIONAL DEPTH MAY BE REQUIRED BY OTTAWA COUNTY

ROAD COMMISSION IF LOCATED WITHIN THE ROADWAY

MINIMUM CLEAN OUT DIAMETER BY PIPE SIZE 

PIPE SIZE

LESS THAN 10"

10" OR GREATER

DIA.

2'-0"

4'-0"

2'-0" MIN.

2
'
-
0

"
 
M

I
N

.

45° BEND

FULL DIAMETER WYE

ALLENDALE STANDARD

SANITARY. 26" CASTING

MECHANICAL RESTRAINED

JOINT (MEGALUG OR

APPROVED EQUAL) AND CAP

4"Ø MIN.

PRECAST OPENING w/PREFABRICATED

FLEXIBLE CONNECTION

(RUBBER BOOT)

PRECAST MH ASTM C-478

DIA. PER TABLE BELOW

6" MIN.

6
"
 
M

I
N

.

1
2

"

2
0

"
 
M

A
X

.
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1071  33 31 00.10-1  MH INSPECTION PUNCH LIST 

 
MANHOLE FINAL INSPECTION PUNCH LIST 

 

 Verify specification for correct casting. 

 Record depth of all inverts to top of casting. 

 Verify chimney adjustment rings are completely cemented in place and plaster coated. 

 Verify casting is centered in the opening and completely cemented in place with no voids 
between casting and top of chimney (check maximum dimensions – see manhole detail). 

 Cement lift holes and all penetrations. 

 Verify pipe penetrations are properly sealed. 

 Flow lines are completed and smooth with no high or low spots. 

 Flow line is poured up to spring line or ½ the diameter of pipe. 

 Benches sloped to flow line at 1” per foot minimum. 

 All voids in walls and bottom are cemented. 

 Manhole steps and bottom are clean of concrete, bituminous, dirt, debris, etc. 

 Verify slope is correct from proposed upstream to down-stream inverts. Must have a 
minimum of 0.1 feet of elevation drop across inverts.  

 Casting has been properly adjusted prior to final top course (check tilt to match pavement 
cross slope). 

 Final inspection completed before final top course of asphalt is laid. 

 
RECOMMENDED SAFETY CHECK LIST (may not be all-inclusive) 

 
1. Use vehicle to protect yourself from traffic. 

2. Use construction cones on street with traffic (4 minimum) 

3. Always wear reflectorized safety vest. 

4. Follow Confined Space Permitting & Entry Procedures if entering a manhole. 

Page 177 of 284



 

 
 
 

1071 33 32 05 - 1 SUBMERSIBLE DUPLEX PUMP STATION  

SECTION 33 32 05 
 

SUBMERSIBLE DUPLEX PUMP STATIONS 
 
 
PART 1 -  GENERAL 
 
1.01 SUMMARY: 

 
A. This Section includes all work associated with submersible pump stations and their 

associated mechanical, electrical, and structural components. 
 

B. Definitions: 
1. Pavement structure: Any combination of subbase, aggregate base, base course, 

leveling course and surface course, including shoulders, placed on subgrade. 
2. Permanent pavement: All improved pavement surfaces above the quality of treated or 

untreated gravel. 
3. Subgrade: That portion of the earth grade upon which the pavement structure is to be 

placed. 
4. Subbase: The layer of specified material of designed thickness placed on the subgrade 

as a part of the pavement structure. 
5. Base course: The layer of specified or selected material of designed thickness placed 

on a subbase or a subgrade to support leveling and surface courses. 
6. Leveling course: Layer of specified material placed on the base course in preparation 

for the surface course. 
7. Surface course: The top layer of a pavement structure. 
8. Bond Coat: Asphalt emulsion used to enhance the adhesion between HMA courses. 
9. Maximum Specific Gravity of Asphalt (Gmm): The ratio of the weight in air of a unit 

volume of an un-compacted asphalt mixture to the weight of an equal volume of gas 
free distilled water at a given standard temperature. 

10. Maximum density (soils): Maximum unit weight of soil material according to Modified 
Proctor Method ASTM D1557. 

11. Density Control Target: Target density of a HMA mixture determined by multiplying the 
Gmm times the density of water (62.4lb/ft3). 
 

C. Electrical Service Arrangement: 
1. Contractor shall make arrangement with electric utility on the Owner’s behalf to provide 

electric service to the new pump station building. All costs associated with this utility 
work shall be paid for by the CONTACTOR.  

2. Contractor shall be required to provide any necessary temporary power during 
construction to facilitate construction. 

3. Contractor shall obtain a meter base from the utility and install as shown on plans.  
 

D. Natural Gas Service: 
1. The Contractor shall arrange for the installation of natural gas service for the generator 

set (where applicable) on the Owner’s behalf. All costs associated with this natural gas 
service will be paid for by the Contractor. All process piping, pressure reducing 
regulators and connections between the natural gas service and the generator shall 
be provided by the Contractor. 

2. Contractor to notify the Township when meter installation occurs. 
a. Township shall be onsite for meter installation. 
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E. Operation:  
1. All public sanitary sewer pumping stations will be operated by the Township and 

designs must be submitted to approved by the Township’s Engineer prior to 
construction. 

2. For structures incorporating a grinder pump, they must be located within the dwelling 
and will be the responsibility of the property owner. 
 

1.02 GENERATOR PERFORMANCE CRITERIA: 
 

A. Generator shall be able to start (X) X HP, 480 volt, three phase, XX HZ, NEMA Code G 
Motor on stater or VFD as determined by the project with a minimum X KW Auxiliary load 
and start a second XHP, 480 volt, three phase, XX HZ code G motor on a full voltage 
starter with first motor running, at 20% instantaneous voltage dip or less.  

 
1.02 REFERENCES: 
 

A. The work of this Section shall comply with the following: 
1. ACI – American Concrete Institute Manual of Concrete Practice: 

a. ACI 304 – Guide for Measuring, Mixing, Transporting and Placing Concrete. 
b. ACI 318 – Building Code Requirements for Reinforced Concrete. 

2. AWS - American Welding Society: 
a. AWS D1.1 – Structural Welding Code - Steel. 
b. AWS D1.4 – Structural Welding Code - Reinforcing Steel. 

3. CRSI Manual of Standard practice. 
4. ANSI C80.1, Specification for Rigid Steel Conduit, Zinc. 
5. ANSI C80.4, Specification for Fittings for Rigid Metal Conduit and for Electrical Metal 

Tubing. 
6. NEC 370, Outlet, Device, Pull and Junction Boxes, Conduit Bodies and Fittings. 
7. NEC 500, Hazardous [XXXXXX] Locations, Classes I, II, and III; Divisions 1 and 2. 
8. NEC 501, Class I Locations. 
9. CAS 282 - Emergency Electrical Power Supply for Buildings. 
10. National Electric Code 1999 – Articles 517, 700, 701, and 702 pertaining to 

construction and installation of emergency and standby systems. 
11. NFPA110 – Emergency and Standby Power Systems. 
12. NEMA Standard Publication No. 250 – Enclosures for Electrical Equipment (1000 Volts 

maximum). 
13. IEC8528 Part 4 – Control Systems for Generator Sets. 
14. UL2200 – The generator set shall be listed to UL2200 or submit to an independent 

third-party certification process to verify compliance as installed. 
 

B. MDOT – Michigan Department of Transportation, "2022 Standard Specifications for 
Construction.” 
 

C. ASTM – American Society of Testing Materials, latest edition.  
 
D. MTM – Michigan Test Methods, latest edition. 

 
E. National Board of Fire Underwriters (NBFU). 

 
F. National Electrical Contractors "Standard of Installation" (NECA). 

 
G. Institute of Electrical & Electronic Engineers (IEEE). 

 
H. National Electrical Code (NEC). 
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I. National Electrical Manufacturers Association (NEMA). 
 
J. Michigan Occupational Safety and Health Administration (MIOSHA). 

 
K. National Fire Protection Association (NFPA). 

 
L. Underwriters' Laboratories, Inc. (UL). 

 
M. Ottawa County Road Commission. 

 
N. Allendale Charter Township Standard Construction Requirements. 

1. Division 01 – GENERAL REQUIREMENTS 
2. 31 23 00 – EXCAVATING, BACKFILLING AND COMPACTING 
3. 32 29 00 – SURFACE PROTECTION AND RESTORATION 

 
1.03 PRECAST CONCRETE DESIGN REQUIREMENTS:  

 
A. Precast concrete manufacturer: 

1. Responsible for the structural design of: 
a. Precast concrete units. 
b. Hollow core plank headers. 

 
B. Precast concrete units design calculations: 

1. By a Registered Professional Engineer licensed to practice at the location of the Work. 
2. In accordance with ACI 318. 
3. For design loads as follows: 

a. Dead loads of precast concrete units. 
b. Uniform live loads as indicated on the Drawings. 
c. Concentrated dead and live loads from other structural members. equipment. and 

lifting devices. 
d. Wind loads as indicated on the Drawings. 
e. Topping loads. 
f. Drifted snow loads. 

 
1.04 PUMP DESIGN AND PERFORMANCE REQUIREMENTS: 
 

A. General: 
1. A minimum of two pumps are required at each pump station. Pumps within an 

individual pump station shall be identical. 
2. Pumps shall be specifically made for raw sewage pumping applications. 
3. Each pump shall be equipped with a submersible motor and discharge base elbow. 
4. Pumps shall operate between the maximum and minimum system head curves 

provided within the pump manufacturers recommended limitation of the pump without 
excessive vibration and any cavitation. 

5. Each pump shall be automatically and firmly connected to the discharge connection, 
guided by no less than two guide rails extending from the top of the station to the 
discharge connection. 

6. The pump connection to the discharge shall be watertight. 
7. All equipment and materials placed inside the pump station shall be UL or FM listed 

for use in NEC Classified Class 1, Division 1, Group D, hazardous locations. 
8. All fasteners and miscellaneous metals shall be non-magnetic stainless steel. 
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B. Non-Clog Pumps: 
1. When non-clog pumps are supplied, the design point must be greater than or within 

50% of the Best Efficiency Point.  
 

C. Performance criteria: 
1. LIFT STATION NAME 

a. Pump Type:     Non-Clog 
b. Design point:    [XXX] gpm @ [XX]’ TDH 
c. Minimum Pump Efficiency: [XX.X] % 
d. Motor Size:     [XX] Horsepower 
e. Nominal Rotative Speed: 1800 RPM 
f. Motor Voltage:     480 V, 3 phase 

 
1.05 SPECIAL PROVISIONS: 
 

A. Wireless Internet Service Provider (WISP): 
1. This Section includes, but is not necessarily limited to, the furnishing and installation 

of Wireless Internet Service (WIS), Wireless Internet Service Modem and WIS antenna 
and antenna cable at Lift Station Control Panel. 

2.  All costs associated with WISP Installation and monthly monitoring fees will be paid for 
by Owner. 

3.  Contractor shall coordinate installation of WIS with WISP and Owners Systems 
Integrator (OSI) on Owner’s behalf. 

4. WISP shall assign the RTU a static IP address and communications from the RTU to 
the MTU at the WRRF shall be Ethernet.  

5.  OSI responsible to work with WISP to establish reliable wireless communications 
between lift station and existing MTU at WRRF. 

 
1.06 OWNERS SYSTEMS INTEGRATOR: 
 

A. Contractor shall engage in the services of the Owner’s Systems Integrator in a separate 
contract on the Owner’s behalf. 
1.  OSI contact is Windemuller Automation, Wayland Michigan. (616) 877-8770.  
2.  OSI is responsible for all hardware and programming modifications at existing WRRF 

MTU and providing all WRRF OIT and Lift Station HIM and PLC programming. This 
requirement shall include any necessary program updates for existing Owner 
maintained programming software to accommodate the new lift station control panel. 

3.  OSI is responsible to work with Contractor to debug system at all lift station start up 
and to provide a working SCADA system as described in this specification and the 
drawings. 

4. OSI shall provide a cellular network modem, surge arrestor, antenna cable and 
antenna.  

5. If Windemuller Automation is not the lift station control panel supplier, Township 
approved builder to pay for install and wiring for communications with the OSI. 

 
1.07 LIFT STATION CONTROL DESCRIPTION (PLC AND SCADA PROGRAMMING BY OSI): 
 

A. OSI contact is Windemuller Automation, Wayland Michigan. (616) 877-8770. 
 

B. Level Control: 
1. The pumps shall be controlled by a radar level transmitter installed in the wet well and 

a programmable logic controller (PLC) and a Human Machine Interface (HMI).  One 
float shall serve as a back-up control system and one float for the Wet Well Level High 
Alarm. All control circuits in wet well shall be intrinsically safe. 
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2. Sequence of Operation: 
a. All elevations and setpoints described in operations sequence below shall be 

operator adjustable from the HMI on the front of the pump station control panel. 
1) Scale the level transducer to "[X.XX-XX.XX] feet." All setpoint adjustments 

shall be in 0.01' increments. 
b. Operations Sequence: 

1) As the water level in the wet well rises to the elevation shown for “Lead Pump 
On,” the first pump shall be activated. The first pump shall stay on until the 
level is pumped down to first pump off level. 

2) If the water level in the wet well rises to the elevation shown for “Lag Pump 
On;” the second pump shall be activated. The second pump shall stay on until 
the level is pumped down to the second pump off elevation. 

3) Program an operator adjustable on and off setpoint level icon in feet for both 
pumps. The titles of each and shall be: 
a) Lead Pump "On [X.XX] Feet, Off [X.XX] Feet." 
b) Lag Pump "On [X.XX] Feet, Off [X.XX] Feet." 

4) If the water level in the wet well, indicated by the radar level transmitter, rises 
to the high-water level, an alarm shall be activated. Program an operator 
adjustable trip and reset setpoint level in feet for the high-level alarm. The titles 
shall be: 
a) High Level Alarm "Trip [X.XX] Feet, “Reset [X.XX] Feet" will be set at the 

plat SCADA and indicated locally. 
5) If the water level in the wet well, indicated by the radar level transmitter, 

decreases to the level shown as low level, the low-level alarm will be activated. 
Low level alarm shall provide redundant “Off” for all pumps. Program an 
operator adjustable trip and reset setpoint level in feet for the low-level alarm. 
The titles shall be: 
a) Low Level Alarm "Trip [X.XX] Feet, “Reset [X.XX] Feet” will be set at the 

plat SCADA and indicated locally. 
6) A backup level control selector switch using 1 float will serve as a redundant 

level control in the event of a PLC failure. Program the Variable Frequency 
Drives (VFD) digital input to run at 60Hz based on the backup level control 
switch “enabled” position. The back up level control shall start both pumps in 
sequence with a short time delay as shown on drawings. The first pump start 
is activated by the Backup High Level Float. The second pump start is 
activated by an On-Delay Timer. 
a) Backup High Level Float FS-1 “Trip [X.XX] Feet.” 
b) Pump(s) off shall be activated by an Off-Delay timer. 

c. Automatic Mode Speed Control: 
1) Both pumps are controlled by variable frequency drives (VFD) and the PLC 

when the HMI HAND-OFF AUTO switch is placed in the AUTO mode of 
operation. Program the PLC analog output range and existing reused VFD 
input range to 30 Hz equals minimum speed or 4 mA speed reference input 
and 60 Hz equals maximum speed or 20 mA speed reference input.  

2) Program an operator adjustable minimum and maximum speed setpoint level 
icon in feet for both pumps. The titles of each shall be: 
a) Speed One Pump, "Min Speed [X.XX] Feet, Max Speed [X.XX] Feet ." 
b) Speed Two Pumps, "Min Speed [X.XX] Feet, Max Speed [X.XX] Feet.” 

3) Regardless of how many pumps are being called to run all pumps will run at 
the same speed. As the wet well level increases the output speed will increase 
proportionally between the minimum speed setpoint and maximum speed 
setpoint. As the liquid level decreases, the speed signal shall be reduced 
proportionally until the minimum speed setpoint is reached. 
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4) Minimum speed(clamping) shall be set in the PLC so that the VFD analog input 
signal matches the PLC analog output signal. Owner shall adjust the minimum 
speed as pump efficiency degrades over time. 

5) Program a 24-hour clock in the PLC that at [XX:XX] hours adjustable, will run 
whichever pump is online at 100 percent until it reaches the off-set point. Then 
reset the 24-hour clock and begin the cycle again. This will prevent a single 
pump from running more than one day and not exercising the other pump. This 
also serves to evacuate the force main of any solids that may have settled 
during the 24-hour period. 

d. Hand Mode Speed Control: 
1) If either of the pumps are selected to be operated in HAND mode, this shall 

force the PLC output to 20 mA so the selected pump will run at full speed.  
e. Pump Alternation: 

1) Both pumps shall be automatically alternated in sequence as determined by 
the automatic alternator in the PLC and the HMI screen. Program a "Next to 
Run" indicator on the HMI screen. In the Manual Mode the operator will select 
what the fixed sequence shall be. This permits a pump to be moved to a lesser 
priority in the sequence while they may be taken out of service. In the manual 
mode the operator will select between 1-2 or 2-1 sequence on the HMI. 

2) The two modes of operation for the alternator shall be "Automatic" and 
"Manual." 

3) Selecting Hand or Off  in the HMI HOA shall disable Alternation and put the 
opposite pump in lead.  

  
C. Hard Wired Pilot Devices: 

1. Provide the following hard wired pilot devices on the control panel door front 
a.   Back Up Level Control Red Indicator Light 
b.   High Level Alarm Float Red Indicator Light 
c. Loss of Phase Red Indicator Light 
d. Alarm Test Pushbutton 
e. Alarm Reset Pushbutton 
f. Pump Overtemperature Red Indicator Light (each pump) 
g. Pump Seal Failure Indicator Light (each pump) 
h. Hand-Off-Remote Switch (each pump). 
i. Low Level Alarm Float Red Indicator Light 
j. Any additional lights or selector switches shown on drawings. 

 
D. HMI Pilot Devices and Indicators: 

1. Program the HMI with the following pilot devices and operator adjustable control 
parameters.  
a.   HAND-OFF-AUTO switch (each pump). 
b.   Run Indicator (each pump). 
c. Elapsed Time Meter (each pump). 
d. Lead Lag Selector 
e. Next To Run Indicator 
f. Pump On and Off Setpoints 
g. Speed Control Minimum and Maximum Level Setpoints 
h. Wet Well Level 
i. Amps Indicator (each pump). 
j. 24 Hour Flushing Clock 
k. Manual Speed Settings (used with HMI HAND Mode). 
l. HAND-OFF-REMOTE in REMOTE (each pump). 
m. ATS in Emergency 
n. ATS in Normal 
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o. Generator Running 
p. All setpoints described in the Control Description.  

 
E. Alarm System: 

1. Local Alarms: Program the HMI with the following conditions.  
a. High wet well water level. 
b. Power outage. 
c. Low wet well water level. 
d. Pump Fault (each pump). 
e. Lag Pump Ran (anytime the second pump is called to run). 
f. Generator Fault 
g. Seal Fail (both pumps) 
h. Overtemperature (both pumps). 

2. Station Alarms: The exterior station alarm light shall be energized by the following: 
a. High wet well level. 
b. Level Controller Common Alarm. 
c. Low wet well level. 

3. Remote Monitoring: The following conditions shall be monitored remotely by the 
SCADA at the WRRF for the pump stations. Program the existing SCADA dialer so the 
Owner has the ability to select which of the alarms they will receive a call out for. 
a.   High Wet Well Level Alarm 
b.   Phase monitor 
c. Low Wet Well Level alarm 
d. Run Indication (each pump) 
e. Hours (each pump) 
f. Amps (each pump) 
g. Pump Hand-Off-Remote in Remote (each pump) 
h. Back-Up Control On Alarm. 
i. Lag Pump Ran Alarm 
j. Wet Well Level 
k. ATS Status 
l. Generator Running 
m. Generator Warning 
n. Generator Alarm 
o. Communication Fai 
p. Radar Fail 
q. Pump Fail to Run (each pump) 
r. Pump High Temperature (each pump) 
s. Pump Seal Fail (each pump) 
t. VFD Fault (each pump) 
u. Power Fail to Panel 
v. UPS in Alarm 

 
1.08 ARC FLASH STUDY AND LABELING 

  
A. Provide a field arc flash study for Lift Station. 

 
B. Provide Arc Flash Labels Warning Labels on all meter socket enclosures, disconnect 

switch or circuit breaker enclosures, automatic transfer switches, switchboards, 
panelboards, load centers, industrial control panels, motor starters and variable frequency 
drives in accordance with NEC 110.16 and NFPA 70. 
 

C. Provide Field Marking Labels on all meter socket enclosures, disconnect switch or circuit 
breaker enclosures, switchboards, panelboards, load centers, industrial control panels, 
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motor starters and variable frequency drives in accordance with NEC 110.24 and NFPA 
70.  

 
D. Field marking labels shall include, but not be limited to, the maximum available fault 

current, the date the fault current calculation was performed, name of contractor performing 
the available fault current calculation, name of the equipment, arc flash boundary, PPE 
requirements, shock risk when cover is removed, glove class, limited approach distance, 
restricted approach distance and calculated incident calories.  

 
1.09 SUBMITTALS: 
 

A. Submit materials, manufacturer, operation and maintenance data, shop drawings, and 
record drawings for: 
 

B. Pre-Construction: 
1. Pump & Motor: 

a. Pump manufacturer, model & materials of construction. 
b. Motor manufacturer, model, horsepower, materials of construction, insulation, 

speed, efficiency, voltage, NEMA classification & service factor. 
c. Pump curve including speed, efficiency, horsepower, net positive suction head 

needed. 
d. Dimensional drawing of the two-pump system including the distance between 

pumps, guiderails, discharge connection size, and minimum access door size. 
2. Piping, Fittings and Valves: 

a. Manufacturer, material & AWWA/ASTM designations. 
b. Joint construction details 

3. Individual Structure Build Sheets: 
a. Top, bottom, and invert elevations. 
b. Pipe orientation. 
c. Individual precast concrete section dimensions. 
d. Prefabricated rubber boot material & manufacturer. 
e. Casting manufacturer & model. 

4. Access Doors: 
a. Manufacturer, model, size, materials of construction. 
b. Clearly identify optional features to be provided. 
c. Detailed dimensional drawing. 

5. Inside Drop: 
a. Manufacturer, model, materials of construction & dimensional drawing. 

6. Pressure Gauges: 
a. Manufacturer, model, size, and materials of construction 

7. Structural Precast Concrete Shed: 
a. Product Data: 

1) Cut sheets and promotional brochures for the product. 
2) Certification that all ASTM specifications specified are met. 
3) Door and hardware product data sheets including installation details, material 

descriptions, dimensions of individual components and profiles, operational 
descriptions, and finishes.  

b. Shop Drawings: 
1) Submit dimensional drawings of each precast panel indicating reinforcing steel 

and its location along with concrete dimensions and connection hardware 
detail. 

2) Supporting design calculations shall be sealed and signed by a professional 
engineer licensed to practice in the state of Michigan. 

3) Door hardware schedule. APU will provide entry system for door. 
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c. Building Panel Samples: 
1) Submit sample of precast panels.  
2) Submit sample of door paint color selections. 

8. HMA Pavement: 
a. Asphalt Mix Designs: Provide job-mix formula (JMF) prepared by independent lab 

or approved by MDOT for hot mixed asphalt, base, leveling and surface courses 
to Engineer two weeks prior to paving.  The job-mix formula shall include, at a 
minimum, the Gmm, Gmb, Gb, Gse, Gsb, and parameters listed in Tables 1 & 2 of 
this specification. 

b. Certification of quality by producer for the following: 
1) Aggregates 
2) Asphalt cement 
3) Pavement marking material 
4) Prime coat 
5) Bond coat 

9. Concrete Shed Pad: 
a. Provide shop drawings of pad layout. 

 
C. Electrical Submittals: 

1. Variable Frequency Drives 
a. Provide detailed product data on each type of variable frequency drive controller 

proposed. Data to be included: 
1) Design type with components used. 
2) Performance details including allowable electrical input parameters, speed 

regulation, power factor, harmonic output effect of harmonic to input line, 
operating temperature, required environment, minimum and maximum speed 
setting, linear acceleration and deceleration setting, other adjustments. 

3) Physical details including dimension and weights. 
4) Statement of warranty. 
5) Location of nearest in-warranty and out-of-warranty trained service labor and 

details of cost. Also include details on parts availability. 
6) Complete circuit diagrams depicting design control circuit wiring diagrams for 

the lift station. MFR Standard wiring diagrams will be rejected. At a minimum, 
include ladder diagrams with rung numbers, conductor and terminal number, 
coil function description, contact reference and cross reference, timer settings 
device function, fuse or breaker sizes, and one (1) line diagram. 

7) Complete spare parts listing with present current pricing  
b. Qualifications: 

1) Submit resumes and qualifications of the Field Service Engineer(s) performing 
start up, field testing, training, and certifications as specified below. 

2. Electrical Equipment: 
a. Provide Shop Drawings and Manufacturers Data for: 

1) Float switches and Rada. 
2) All equipment and electrical enclosures. 
3) Control Enclosures. 
4) Transformers. 
5) Motor starters. 
6) Wiring devices. 
7) Service power lightning arresters. 
8) Surge protection. 
9) Electrical service equipment. 

3. Lift Station Control Panel: 
a. Provide Schematics and Wiring Diagrams using quality control manufacturer’s 

standards with ladder diagram type, numbered logic rungs, numbered wires, and 
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terminations, contact references by type and line, detailed bill of material and 
equipment layout showing all components for the following: 
1) Pump control systems. 
2) Equipment enclosures. 
3) Lift station control circuitry. 

b. Proposed wiring color code. 
c. Provide Operations and Maintenance Data from the Control Panel. 

4. Generator and Automatic Transfer Switch: 
a. Generator: 

1) Manufacturer’s product literature and performance data, sufficient to verify 
compliance to specification requirements. 

2) A paragraph-by-paragraph specification compliance statement, describing the 
differences between the specified and the proposed equipment. 

3) Manufacturer’s certification of prototype testing. 
4) Manufacturer’s published warranty documents. 
5) Dimensional drawings showing plan and elevation views with certified overall 

dimensions, as well as wiring interconnection details. 
6) Schematic wiring diagram showing all external connection required with field 

wiring terminals marked in a consistent point-to-point manner. 
7) Manufacturer’s installation instructions. 
8) Sound level data. 
9) Dimensioned drawings for the generator cabinet, automatic transfer switch 

cabinet and the Outer Control Enclosure 
b. Certifications: 

1) Provide generator set certified test record of the final production testing prior 
to shipping as follows: 
a) Single-step load pick-up 
b) Transient and steady state governing 
c) Safety shutdown devices testing 
d) Voltage regulation 
e) Rated power 
f) Maximum power 

c. Operation & Maintenance Manual: 
1) Provide four hard copy sets and one in .pdf format. 
2) The manuals shall include outline, interconnection, wiring, and control 

drawings accurately describing the equipment provided and system operation. 
3) Provide ladder logic for all programmable logic controllers in the system. 
4) Include operators and spare parts manuals for all system equipment. 
5) Prior to completion of Contract, provide three (3) hard copies and one (1) pdf 

of product data specified above plus detailed wiring and connection data. 
 
1.10 QUALITY ASSURANCE: 
 

A. Factory Testing: 
1. Test each pump before shipment. Furnish factory certified performance curves for 

each pump based on test results.  Required data across the entire pump curve include: 
a. Flow 
b. Head 
c. Rotation speed 
d. Amp draw 

2. Submit certified performance curves for review in accordance with Submittals. 
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B. Precast concrete producer shall demonstrate adherence to the standards set forth in the 
National Precast Concrete Association Quality Control Manual. Precast concrete producer 
shall meet requirements written in subparagraph 1 or 2.   
1. NPCA Certification – The precast concrete producer shall be certified by the National 

Precast Concrete Association’s Plant Certification Program prior to and during 
production of the products for this project. 

2. Qualifications, Testing, and Inspection  
a. The Precast concrete producer shall have been in the business of producing 

precast concrete products similar to those specified for a minimum of 5 years.  
b. The Precast concrete producer shall show that the following tests are performed 

in accordance with the ASTM standards indicated. Tests shall be performed for 
each 150 cu. yd. of concrete placed, but not less frequently than once per week.  
1) Slump: C143  
2) Compressive Strength: C31, C192, C39  
3) Air Content (when air-entrained concrete is being used): C231 or C173  
4) Unit Weight: C138  

c. The Precast concrete producer shall provide documentation demonstrating 
compliance with this subparagraph.  

d. The Owner may place an inspector in the plant when the products covered by this 
specification are being manufactured. 

 
C. Generator and Automatic Transfer Switch: 

1. All equipment shall be new, UL listed, factory tested, and delivered ready for 
installation. 

2. Manufacturer’s qualifications: Firm regularly engaged in manufacturing of outdoor 
natural gas engine-driven generator unit and ancillary equipment of type, rating, and 
characteristics required, whose products have been in satisfactory use in similar 
operation for not less than five years. 

3. Installer’s qualifications: Firm with at least five years of successful installation 
experience on project with outdoor natural gas engine-driven generator unit similar to 
that required for this project. 

4. Supplier’s qualifications: Firm shall be the manufacturer’s authorized distributor, who 
shall furnish all emergency power system equipment, perform initial start-up service, 
conduct field acceptance testing, provide training, and warranty services. The supplier 
shall have 24-hour service availability and factory trained service technicians qualified 
to perform warranty service on all products provided. Suppliers must have a 
maintenance facility within 120 miles of the jobsite.  

5. Provide 100 percent parts, labor and travel expenses, two years warranty, from the 
start-up date, for all products against defects in materials, workmanship, and intended 
functions. 

6. Engines must be in current production by engine manufacturer (discontinued engines 
will be rejected).  

7. Gear reducing transmissions or devices that run engine at different RPM than 
alternator will not be accepted. 

 
1.11 JOB CONDITIONS: 
 

A. Seasonal Limitations: 
1. Removal of permanent pavement: Unless otherwise specified, execute during the 

period from March 15 to October 15. 
2. Restoration of permanent pavement: Unless otherwise specified, execute during the 

period from April 15 to November 15. 
 

B. Clean up promptly following pavement installation. 
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C. Maintenance of Temporary Surfaces: Maintain temporary surfaces until permanent 

pavement installation is completed. 
 

D. Driveway Closing: Twenty-four (24) hour maximum. Provide proper notice to property 
owner. 

 
E. Allow access to the hot mixed asphalt plant for verification of mix proportions, aggregate 

gradations, and temperatures.   
 

1.12 DELIVERY, STORAGE AND HANDLING: 
 

A. Protect all equipment during delivery and during storage on site. Store equipment on 
suitable blocking to maintain parts clear of the ground and cover to insure drainage of all 
rainwater. 

 
B. Exercise and lubricate equipment during storage in accordance with manufacturer’s 

recommendations. 
 
C. Handling 

1. Products shall be stored, handled, shipped, and unloaded in a manner to minimize 
damage. Lifting holes or inserts shall be consistent with industry standards. Lifting shall 
be accomplished with methods or devices intended for this purpose. 

 
1.13 PERMITS, INSPECTIONS, AND UTILITY CONNECTIONS: 
 

A. Obtain all necessary permits and pay all fees in connection with all permits, inspections, 
and approval by the proper authorities in local jurisdiction of such work. Final inspection by 
the Owner will not occur until necessary certificates of satisfactory inspection are received. 
 

PART 2 -  PRODUCTS 
 
2.01 WET WELL, VALVE, AIR RELIEF, CLEANOUT, AND METER CHAMBERS: 
 

A. Construction: 
1. Pre-cast reinforced concrete manhole sections shall be in conformance with ASTM 

C478 with circular reinforcement, modified for "O" ring gaskets. 
2. Base slab shall be integrally cast with the barrel of the manhole and reinforced in 

accordance with the drawings. 
3. Caisson bottom section (if applicable) shall be constructed with steel driving shoe. 
4. Top slab shall be pre-cast concrete formed to be placed on top of the manhole barrel 

sections. Top slab shall be designed for H-20 loading.  Coordinate placement of access 
doors. 

5. Manhole Steps (Valve, Air Relief, and Meter Chambers only): 
a. Polypropylene encapsulated steel. 
b. Dimensions: 10-inches wide, 4-inch minimum clear tread depth, spaced 16 inches 

apart. 
c. Steps shall be in accordance with: 

1) ASTM C 478 
2) ASTM D 4101 (polypropylene) 

6. Provide Raven 405 coating system in wet well structure. 
7. Wet well minimum diameter is 7’ 
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B. Valve Chamber: 

1. Each valve chamber shall consist of a valve vault, one-way force main cleanout 
manhole, two (2) isolation valves, and bypass connection.  

2. Each station shall have a bypass structure located on the influent pipe prior to the wet 
well. 

 
2.02 WET WELL INSIDE DROP: 
 

A. Construction: 
1. Wet well inside drop shall be constructed of marine grade fiberglass with a force line 

hood attachment. 
2. Drop bowl back shall be constructed to conform to the diameter of the wet well. 
3. Drop pipe shall be ASTM D3034 PVC SDR 35 pipe. Connection to drop bowl shall be 

hard piped. 
4. Support drop pipe to wet well wall at 5’ intervals, two supports minimum, with clamps 

specifically designed for such situations. Clamps shall be non-magnetic stainless steel. 
5. Trim drop pipe per the design drawings and cut v-notch in incoming gravity flow sewer 

pipe per inside drop manufacturer’s recommendations. 
6. Inside drop shall be as manufactured by RELINER®/Duran Inc. or approved equal. 
7. Wet well shall have one gravity sewer connection. 
 

2.03 PIPING SYSTEMS: 
 
A. Submersible Pump Discharge Piping: 

1. Pipe: 
a. Ductile Iron: ANSI A21.50 and ANSI A21.51; Class 52. 
b. Cement Lining: ANSI A21.4, AWWA C-104 standard thickness for ductile iron pipe 

and fittings. 
2. Joints: 

a. Buried: Restrained Mechanical ANSI A21.11. 
1) Megalug by EBBA Iron Sales, Inc. or approved equal. 

b. Exposed: Flanged, Class 125, ANSI B16/1/AWWA C-115. 
3. Fittings: 

a. Ductile Iron AWWA C-110/ANSI A21.10. 
b. Cement lined as specified for pipe above. 

4. Valves: 
a. Gate: 

1) Resilient-wedge gate valves: ANSI/AWWA C509 or C515. 
a) Non-rising Stem (NRS) 
b) Wrench nut: 2-inches square with extensions as indicated on the 

drawings.  
c) Open Left (counterclockwise) 
d) Flanged ends 
e) Stem Seal: O rings  

b. Check: 
1) Valmatic swing-flex check valve with backflow actuator and mechanical 

indicator 
c. Air Release: Valmatic Model #801A WW single body combination air valve  

1) 2” NPT connection. 
2) Epoxy coated 

d. Coatings: 
1) All exposed pipe outside of the wet well shall be painted with Tnemec 33GR 

Gray. 
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2.04 PRESSURE GAUGES: 

 
A. General: Pressure gauges to be mounted on each pump discharge line, as shown on the 

drawings. 
1. Quantity: Two (2) required at each pump station. 
2. Gauge accuracy shall be 1% of full scale. 
3. Pressure gauge case shall be constructed of stainless steel.   
4. Gauge window shall be shatterproof glass and minimum 4” face. 
5. Gauge shall be liquid (glycerin) filled. 
6. Connection size shall be 1/2” NPT. 
7. Gauge shall be stem mounted with a lower connection location and oriented to be read 

from surface. 
8. Bourdon tube/socket material shall be 316 stainless steel / 316 stainless steel. 
9. Provide shut-off cocks, diaphragm seal protectors, and other appurtenances at each 

pressure gauge tap location as detailed on the Drawings. 
10. Pressure range dependent on force main discharge pressure at [XX] psi, with 5.0 psi 

figure intervals and 0.5 psi minor graduations for the Lift Station. 
 

B. Manufacturer and Model: 
1. Pressure gauges shall be Ashcroft® Duragauge® Type 1009 or approved equal. 

 
2.05 PRECAST CONCRETE SHED: 

 
A. All lift stations shall have a precast concrete shed set on poured foundation that houses all 

electrical controls. 
 

B. Manufacturers: 
1. Approved Manufacturers. For the purpose of this specification the following 

manufacturers are considered capable of providing the precast concrete shed as 
specified: 
a. Advanced Concrete Products Inc. 
b. Quality Precast Inc. 
c. Kerkstra Precast Inc.  
d. Or Township approved equal. 

 
C. Design Requirements: 

1. Design Loads 
a. Designed in accordance with latest versions of the Michigan Building Code and 

ASCE – 7. 
b. Minimum loads: 

1) Wind Load: 130 MPH, Exposure Group “C” 
2) Life roof load: 60 PSF 

2. Minimum Interior Dimensions: 12’-0” Wide x 10’-0” Deep x 8’-0” Tall 
 

D. Foundation 
1. Precast shed to be installed on a poured foundation with finished floor. 
 

E. Finishes: 
1. Interior Finish: Smooth steel form finish. Normal color variations, form joint marks, 

small surface holes caused by air bubbles, and minor chips and spalls will be tolerated 
but no major imperfections, honeycombs or other defects will be permitted. 

2. Exterior Finish: Exposed aggregate. 17A limestone exposed by pressure washing. 
3. All lifting lug holes shall be grouted smooth after installation. 
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4. Interior and exterior caulking required at panel joint lines.  
 

F. Accessories: 
1. Door and Frame: 

a. Provide 6’-0” x 7’-0” double door and frame precast into wall panel. 
1) Hollow metal doors: 

a) UL listed. 
b) 18 Gauge galvanized steel. 
c) Hardware: 

(i) Classroom lockset keyed shall be provided by Owner. 
(ii) Stainless steel hinges. 
(iii) 4” wide aluminum threshold. 
(iv) Weatherstrip between door and frame, door and door, door and floor. 
(v) Provide astragal.  
(vi) Door Stops. 

d) Frame: 
(i) UL Listed 
(ii) 16 Gauge galvanized steel 
(iii) Factory painted to match door 
(iv) Keypad Supplied by Township 

e) Lift station door to face wet well and building wall behind the door shall be 
clear of any installation. 

f) Door color shall be Tnemec 32GR Light Gray or Equal. 
b. Passive Vents 

1) Two passive vents shall be cast into wall panels with manually actuated 
dampers. 

2) Each vent shall be 16” x 4” minimum. 
3) Frame and screened shall be cast into the concrete and have a mesh opening 

sized to exclude insects. 
4) Locations: 

a) Each vent shall be located in the center of the 10’ wall section. 
b) The bottom of the screen shall be located 7’-0” off the floor. 

 
G. Materials: 

1. Concrete: 
a. Concrete shall be a uniform mix of quality materials listed in Article 2.4. Mix 

proportions shall be determined by following the standards in ACI 318 Chapter 5. 
Recommendations for selecting proportions for concrete are given in detail in 
Standard Practice for Selecting Proportions for Normal, Heavyweight, and Mass 
Concrete (ACI 211.1). Recommendations for lightweight concrete are given in 
Standard Practice for Selecting proportions for Structural Lightweight Concrete 
(ACI 211.2). 

b. Water-Cement Ratio: 0.45 or less 
c. Air Content: Shall be within the limits give in Table 1. 

Table 1: Total Air Content for Frost-Resistant Concrete 

Nominal Maximum   Severe Exposure Air Content, % 

Aggregate Size (Inches)  Moderate Exposure 

3/8 6.0 to 9.0 4.5 to 7.5 

1/2 5.5 to 8.5   4.0 to 7.0 

3/4 4.5 to 7.5 3.5 to 6.5 

1 4.5 to 7.5 3.0 to 6.0 

1-1/2  4.5 to 7.0 3.0 to 6.0 

  *For compressive strengths greater than 5000 psi, air content may be reduced 1%.  

Page 192 of 284



 

 
 
 

1071 33 32 05 - 16 SUBMERSIBLE DUPLEX PUMP STATION  

 
d. Compressive Strength:  5,000 psi minimum. 

2. Portland Cement: ASTM C150, Type I, II, III or V.  
3. Aggregates: ASTM C33 or C330.  
4. Water: Potable or free of deleterious substances in amounts harmful to concrete or 

embedded metals.  
5. Admixtures:  

a. Air-entraining: ASTM C260  
b. Water reducing, retarding, accelerating, high range water reducing: ASTM C494  
c. Pozzolans, fly ash and other mineral admixtures: ASTM C618  
d. Ground granulated blast furnace slag: ASTM C989 

 
H. Reinforcement and Connection Materials: 

1. Provide all reinforcement, accessory and connection materials required. Concrete 
reinforcement shall be steel bars or welded wire fabric, or combination thereof. 

2. Reinforcing Bars 
a. Deformed Billet-steel: ASTM A615  
b. Deformed Rail-steel: ASTM A616  
c. Deformed Axle-steel: ASTM A617  
d. Deformed Low-alloy steel: ASTM A706 

3. Reinforcing Wire 
a. Plain Wire: ASTM A82  
b. Deformed Wire: ASTM A496  

4. Welded Wire Fabric 
a. Plain Wire: ASTM A185  
b. Deformed Wire: ASTM A497   

5. Epoxy Coated Reinforcement 
a. Reinforcing Bars: ASTM A775  
b. Wires and Fabric: ASTM A884   

6. Galvanized Reinforcement 
a. Reinforcing Bars: ASTM A767  

7. Inserts and Embedded Metal – All items embedded in concrete shall be of the type 
required for the intended task, and meet the following standards:   
a. Structural steel plates, angles, etc.: ASTM A36  
b. Proprietary items: In accordance with manufacturers published literature  
c. Welded studs: AWS D1.1  
d. Finishes:  

1) Hot-dipped galvanized: ASTM A152  
8. Joint Sealant: 

a. Joint sealants shall comply with ASTM C920 
b. Joints between shed and floor slab shall be caulked on the exterior and interior 

surface of the joints. Caulking shall be SIKAFLEX-1A elastic sealant or equal.  
c. Exterior caulk joint to be 3/8” x 3/8” square so that sides of joint are parallel for 

correct caulk adhesion. Back of joint to be taped with bond breaking tape to ensure 
adhesion of caulk to parallel sides of joint and not the back.  

9. Pipe and Conduit Entry: 
a. Core drilled hole through precast concrete panels after shed installation, or 
b. Preformed hole through precast concrete panels cast in place at time of panel 

manufacture. 
c. All pipe and conduit entries shall be grouted closed after pipe or conduit is fully 

installed. 
1) Grout: Portland cement non-shrink grout. 
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I. Fabrication: 
1. Roof and wall panels must each be produced as single component monolithic panels. 

No roof or vertical wall joints will be allowed, except at corners. Wall panels shall be 
set on top of floor panel. 

2. Sloped Roof: Roof panel shall slope ½” from front to back in 10-foot direction. The roof 
shall extend a minimum of 2 ½” beyond the wall panel on each side and have a 
turndown design which extends ½” below the top edge of the wall panels to prevent 
water migration into the shed along top of wall panels. Roof shall also have an integral 
architectural ribbed edge. 

3. The foundation must have ½” step-down around the entire perimeter to prevent water 
migration into the shed along the bottom of wall panels. 

4. Forms for manufacturing precast concrete products shall be of the type and design 
consistent with industry standards. They should be capable of consistently providing 
uniform products and dimensions. Forms shall be constructed so that the forces and 
vibrations to which the forms will be subjected can cause no product damage.   
a. Forms shall be cleaned of concrete build-up after each use.  
b. Form release agents shall not be allowed to build up on the form casting surfaces.  

5. Reinforcement  
a. Cages of reinforcement shall be fabricated either by tying the bars, wires, or 

welded wire fabric into rigid assemblies or by welding where permissible in 
accordance with AWS D1.4. Reinforcing shall be positioned as specified by the 
design and so that the concrete cover conforms to requirements. The tolerance on 
concrete cover shall be one-third of that specified but not more than ½”. Concrete 
cover shall not be less than ½”. Positive means shall be taken to assure that the 
reinforcement does not move significantly during the casting operations. 

6. Embedded Items 
a. Embedded items shall be positioned at locations specified in the design 

documents. Inserts, plates, weldments, lifting devices, and other items to be 
imbedded in precast concrete products shall be held rigidly in place so that they 
do not move significantly during casting operations.  

7.  Placing Concrete  
a. Concrete shall be deposited into forms as near to its final location as practical. The 

free fall of the concrete shall be kept to a minimum. Concrete shall be consolidated 
in such a manner that segregation of the concrete is minimized and honeycombed 
areas are kept to a minimum. Vibrators used to consolidate concrete shall have 
frequencies and amplitudes sufficient to produce well consolidated concrete.  

b. Cold Weather Requirements – Recommendations for cold weather concreting are 
given in detail in Cold Weather Concreting reported by ACI Committee 306.  
1) Adequate equipment shall be provided for heating concrete materials and 

protecting concrete during freezing or near-freezing weather.  
2) All concrete materials and all reinforcement, forms, fillers, and ground with 

which concrete is to come in contact shall be free from frost.  
3) Frozen materials or materials containing ice shall not be used.  
4) In cold weather the temperature of concrete at the time of placing shall not be 

below 45° F. Concrete that freezes before its compressive strength reaches 
500 psi shall be discarded.  

c. Hot Weather Requirements – Recommendations for hot weather concreting are 
given in detail in Hot Weather Concreting reported by ACI Committee 305.  
1) During hot weather, proper attention shall be given to ingredients, production 

methods, handling, placing, protection, and curing to prevent excessive 
concrete temperatures or water evaporation that could impair required 
strength or serviceability of the member or structure. The temperature of 
concrete at the time of placing shall not exceed 90° F.  
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8. Curing: 
a. Curing by Moisture Retention – Moisture shall be prevented from evaporating from 

exposed surfaces until adequate strength for stripping (Article 2.6, paragraph F) is 
reached by one of the following methods:  
1) Cover with polyethylene sheets a minimum of 6 mils thick.  
2) Cover with burlap or other absorptive material and keep continually moist.  
3) Use of a membrane – curing compound applied at a rate not to exceed 200 

sq. ft. per gallon, or per manufacturers’ recommendations. 
b. Surfaces that will be exposed to weather during service shall be cured as above a 

minimum of 3 days. Forms shall be considered effective in preventing evaporation 
from the contact surfaces. If air temperature is below 50°F the curing period shall 
be extended. 

c. Curing with Heat and Moisture  
1) Concrete shall not be subjected to steam or hot air until after the concrete has 

attained its initial set. Steam, if used, shall be applied within a suitable 
enclosure, which permits free circulation of the steam. If hot air is used for 
curing, precautions shall be taken to prevent moisture loss from the concrete. 
The temperature of the concrete shall not be permitted to exceed 160° F. 
These requirements do not apply to products cured with steam under pressure 
in an autoclave.  

9. Stripping Products from Forms  
a. Products shall not be removed from the forms until the concrete reaches the 

compressive strength for stripping required by the design. If no such requirement 
exists, products may be removed from the forms after the final set of concrete 
provided that stripping damage is minimal.  

10. Shipping Products  
a. Products shall not be shipped until they are at least 5 days old, unless it can be 

shown that the concrete strength has reached at least 75% of the specified 28-day 
strength, or that damage will not be caused which will impair the performance of 
the product.  
 

J. Source and Quality Control: 
1. Fabricate precast units in accordance with ACI 318 and the National Precast Concrete 

Association’s Quality Control Manual for Precast Plants. 
 

2.06 HMA PAVEMENT: 
 
A. A HMA drive shall be provided up to and around the lift station from the access road. 

 
B. Subbase: Granular material Class II, MDOT 902.07, Table 902-3.   
 
C. Aggregate Base: Aggregate 22A, MDOT 302.02 and 902.05. 

 
D. Hot Mix Asphalt (HMA) Leveling Course: 

1. MDOT 501.02, HMA 13A. 
2. MDOT 904.03, Asphalt binder PG 58-28. 

 
E. Hot Mix Asphalt (HMA) Surface Course: 

1. MDOT 501.02, HMA 13A 
2. MDOT 904.03, Asphalt binder PG 58-28. 
3. Aggregate Wear Index (AWI) 220. 

 
F. Bond Coat: Asphalt material SS-1h. MDOT 501.02 and 904.03C.  

 

Page 195 of 284



 

 
 
 

1071 33 32 05 - 19 SUBMERSIBLE DUPLEX PUMP STATION  

G. Pavement Marking: MDOT 920.01. 
 

H. MIXTURES: 
1. Furnish hot mixed asphalt mixture designed using Marshall mixture design methods. 
2. The mix design shall be developed using a 50 blow Marshall hammer. 
3. Reclaimed Asphalt Pavement (RAP) may be substituted for a portion of the new 

material required to produce the HMA mixture. 
4. If greater than 17% RAP binder by weight of the total binder is proposed for the mixture 

the selected binder grade shall be adjusted to compensate for the stiffness of the 
asphalt binder in the RAP. The Contractor shall supply blending chart and RAP test 
data used to determine the binder selection. 

 

Table 1: Mix Design Criteria and  
Volumetric Properties 

 
Mixture No. 

2C 3C 4C 13A 36A 
Target Air Void, % (a) 3.00 4.00 4.00 4.00 4.00 
VMA (min) (b) 11.00 13.00 14.00 14.00 15.00 
VFA 65-78 65-78 65-78 65-78 65-78 
Fines to Binder Ratio (max) (c) 1.2 1.2 1.2 1.2 1.2 
Flow (0.01 inch) 8-16 8-16 8-16 8-16 8-16 
Stability (min), lbs 1200 1200 1200 900 900 
a. Lower target air voids by 1.00% if used in a separate shoulder paving operation.  

Consider reducing air void targets to 3.00% for lower traffic volume roadways when 
designing 13A and 36A mixtures. 

b. VMA calculated using Gsb of the combined aggregates. 
c. Ratio of the weight of aggregate passing the No. 200 sieve to total asphalt binder content 

by weight; including fines and binder contributed by RAP. 

5. The following Table 2 shall be used to determine the aggregate properties of the 
specified mixture. 

Table 2: Aggregate Properties 

 Mixture No. 
 2C 3C 4C 13A 36A 
 Percent Passing Indicated Sieve or Property Limit 

1 ½ inch 100     
1 inch 91-100 100    
¾ inch 90 max. 91-100 100 100  
½ inch 78 max. 90 max. 91-100 75-95 100 

3/8 
inch 

70 max. 77 max. 90 max. 60-90 92-100 
No. 4 52 max. 57 max. 67 max. 45-80 65-90 
No. 8 15-40 15-45 15-52 30-65 55-75 
No. 16 30 max. 33 max. 37 max. 20-50  
No. 30 22 max. 25 max. 27 max. 15-40 25-45 
No. 50 17 max. 19 max. 20 max. 10-25  

No. 100 15 max. 15 max. 15 max. 5-15  
No. 200 3-6 3-6 3-6 3-6 3-10 

Crushed (min), % (MTM 117) 90 90 90 25 60 
Soft Particle (max), % (a) 12.0 12.0 8.0 8.0 8.0 
Angularity Index (min) (b) 4.0 4.0 4.0 2.5 3.0 
L.A. Abrasion (max), % loss (c) 40 40 40 40 40 
Sand Ratio (max) (d) - - - 50 50 
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a. The sum of the shale, siltstone, structurally weak, and clay-ironstone particles must not 
exceed 8.0 percent for aggregates used in top course.  The sum of the shale, siltstone, 
structurally weak, and clay-ironstone particles must not exceed 12.0 percent for 
aggregates used in base and leveling courses. 

b. The fine aggregate angularity of blended aggregates, determined by MTM 118, must 
meet the minimum requirement.  In mixtures containing RAP, the required minimum fine 
aggregate angularity must be met by the virgin material.  NAA fine aggregate angularity 
must be reported for information only and must include the fine material contributed by 
RAP if present in the mixture. 

c. Los Angeles abrasion maximum loss must be met for the composite mixture, however, 
each individual aggregate must be less and 50. 

d. Sand ratio for 13A and 36A no more than 50% of the material passing the No. 4 sieve 
is allowed to pass the No. 30 Sieve. 

 
2.07 CONCRETE PAVEMENT: 

 
A. The area around the wet well and valve vault shall be paved with concrete.  

 
B. Materials: 

1. Subbase: Granular material MDOT class II, MDOT 902. 
2. Concrete: Limestone aggregate, 5½ sack minimum, 4% to 7% entrained air, five (5) 

gallons per sack maximum water/cement ratio, 3-inch slump maximum, 3,500 psi 
minimum compressive strength at 28 days. 

3. Concrete Joint Filler: Conform to MDOT 914.03. 
4. Forms: Rigid in accordance with MDOT 803.03B, except at curved sections which shall 

utilize a bendable material to provide a uniform radius, supported at adequate intervals. 
5. Gravel Base: MDOT 902.05, 22A Aggregate. 

 
2.08 WATER SERVICE: 

 
A. Each lift station shall be equipped with a RPZ Backflow Preventor. 

1. General: 
a. Reduced pressure principle assembly: AWWA C511. 
b. ASSE Listed 1013. 
c. Materials of construction: 

1) Bronze body. 
2) Cover bolts: Stainless steel. 
3) Replaceable polymer check seats for first and second checks. 
4) Removable stainless steel relief valve seat. 
5) Silicone rubber disc material in the first and second check plus the relief valve.  

d. Inlet and outlet connections: Bronze union. 
e. Quarter turn, full port, resilient seated, bronze ball valve shutoffs. 
f. Manufacturer and model: 

1) Watts Regulator Company, Series 009. 
2) Wilkins, Model 375. 
3) Or equal. 

 
2.09 NON-CLOG PUMP CONSTRUCTION: 

 
A. General: The submersible non-clog pump shall be manufactured to pump raw wastewater 

including passing larger solids through the impeller without plugging or dewatering of the 
solids as an integral part of the pumping action. 
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B. Solid size: The submersible pump shall be capable of passing a 3” diameter non-
compressible solid without grinding or chopping the solid. 

 
C. Pump Volute and Motor Casing: 

1. ASTM A536 or ASTM A48 Class 30 ductile iron or class 35B cast iron. 
2. All water or oil passages shall be smooth and free of imperfections and blowholes for 

good flow performance. 
 

D. Impeller: 
1. Dynamically balanced open or semi-open. 
2. Two vanes minimum capable of trimming while maintaining dynamic balance. 
3. Slip fit to a tapered shaft and key driven. 
4. ASTM A148 cast iron case hardened. 
5. Minimum hardness: Rockwell C 45 

 
E. Shaft: Stainless steel 

 
F. Bearings: 

1. Upper radial and lower thrust bearings required. 
2. Permanently lubricated without the need for lubricating at a prescribed schedule. 
3. Minimum L10 bearing life at the design point of the pump: 

a. Upper bearing: 100,000 hrs. 
b. Lower bearing: 100,000 hrs. 

 
G. Seals: 

1. Dual mechanical cartridge style seals with an oil chamber between them. 
a. Upper Seal: Carbon rotating face vs Ceramic stationary face 
b. Lower Seal: Silicon Carbide vs Silicon Carbide 
c. All other seal components shall be stainless steel 

2. Oil in reservoir must be FDA approved non-toxic. 
3. Leak detection probe: 

a. Mounted in the oil reservoir between the seals. 
b. Must detect water in the oil and trip the Seal Fail Alarm 

4. Leak detection probe relay – Mini Cas:  
a. As recommended and provided by pump manufacturer. 
b. Ship loose to control panel manufacturer for installation in factory.  

 
H. Factory applied paint: 

1. The finished assembled pump shall be painted the manufacturers recommended 
coating for immersion in raw sewage. 

 
I. Warranty: 

1. The pump, motor and power cord unit shall be warranted against defects in material 
and workmanship for a period of two (2) years after final acceptance of the pumping 
system after pump station start-up. 

2. Defects shall be repaired or replaced at no cost including delivery, labor and materials. 
 

J. Acceptable Manufacturers. For the purpose of this specification, the following 
manufacturers are considered capable of providing the pumps as specified: 
1. Flygt, Including the “N” impeller  
2. ABS  
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K. Motors 
1. Submersible, capable of driving pump over full range of pump characteristic curve 

without exceeding one hundred percent (100%) of motor horsepower rating based on 
a 1.15 service factor. 
 

2. Continuous use: Minimum 10 starts and stops per hour. 
a. 480 volts three phase   
b. Horsepower: [XX] Hp based on pump design point 
c. U.L. or F.M. listed for NEC classified Class 1, Division 1, Group D hazardous 

locations. 
d. Housing: Air or oil filled watertight casing. 
e. Insulation: Class H. 
f. Shaft: Stainless steel. 
g. Capable of running totally, partial, or non-submerged. 
h. Provide seal leakage water sensor probe to indicate water in seal chamber. 
i. Thermal sensors in motor windings shall deactivate starter when temperature 

exceeds safe level. 
j. Motor electric service cable shall be extra hard usage and submergence rated with 

sufficient length to reach control panel without splices. Wiring in the pumping 
chamber shall permit total submergence without affection operation. 

k. Motor starting requirements not to exceed NEMA Code G. 
l. For lift stations utilizing variable frequency drives provide an inverter Duty Rated 

in accordance with NEMA MG1 Part 31.  
m. Provide duplicate pump motor nameplate to control panel fabricator with seal fail 

relays for installation in control panel. 
 
2.10 PUMP GUIDE RAIL SYSTEM: 
 

A. Entire guide rail system shall be non-sparking 316 stainless steel suitable for NEC 
classified Class 1, Division 1, Group D hazardous locations. 

 
B. Rail dimensions shall be per the pump manufacturer and shall be a minimum of 2” 

diameter, and minimum schedule 40. 
 

C. Rails shall be securely anchored to the pump discharge elbow and the hatch opening.  
Intermediate supports shall be provided at 12’ spacing (minimum). 

 
2.11 ACCESSORIES: 

 
A. Discharge connection: Cast iron or Ductile Iron, bolted to the floor. 
 
B. Lift chain: Stainless steel, with lifting capacity of twice pump weight, minimum. 

 
2.12 MISCELLANEOUS: 

 
A. Pump Base: fitted with ANSI 125lb flange. 

 
B. All mating sealed parts shall be machined and have Buna N elastomeric gaskets and shall 

provide a watertight connection. 
 

C. Pump Base Anchor Bolts: Non-magnetic 316 stainless steel.  Size, length, and embedment 
per the pump manufacturer’s recommendations. 
 

D. Guide bracket: Non-sparking with corrosion resistant surfaces. 
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E. Pump discharge:  Automatically sealed to discharge connection when pump is lowered into 

place. Pump flange shall have non-sparking contact surfaces.   
 

F. Miscellaneous Metals: All miscellaneous metals shall be non-magnetic 316 stainless steel. 
 
2.13 ACCESS DOORS: 
 

A. Access doors shall: 
1. Be designed to be integrally cast in concrete. 
2. Be designed for H-20 loading. 
3. Have double leaf door. 
4. Be ¼” aluminum diamond plate top. 
5. Have an extruded aluminum frame. 
6. Have aluminum or stainless-steel hinges with stainless steel pin. 
7. Have a spring assist operator. 
8. Have a holding arm to lock door in open position at 90 degrees from horizontal. 
9. Have a recessed padlock hasp. 
10. Have a flush square “key-hole” with removable opening handle and threaded plug for 

hole for operation of door from outside the structure. 
11. Have a spring-loaded latching mechanism with handle for opening of door from interior 

of the structure. 
12. Have is parts that are to be in contact with concrete coated in bituminous paint. 
13. Have a secondary safety grate that: 

a. is integral to door frame. 
b. is Aluminum. 
c. is powder coat painted with an orange finish. 
d. has a 300 psf load rating. 
e. shall not interfere with withdrawal of equipment. 

14. Be manufactured by: East Jordan. 
 
2.14 VENTS AND CARBON FILTERS: 

 
A. Vents shall be 3-inch diameter schedule 40 stainless steel tube piping with flange. 

 
B. Carbon filters shall be flanged to bolt to vent tubing. Acceptable products and 

manufacturers: 
1. Peacemaker Vent Scrubber by Syneco Systems Inc. 
2. Vent Pure – G by General Carbon Corp. 
3. Or Township approved equal. 

 
2.15 LIFT STATION CONTROL PANELS: 
 

A. All lift station control panels shall be listed (UL698A) for control panels having intrinsically 
safe extensions to hazardous areas.  
 

B. Instrumentation shall be provided from a supplier that routinely has provided equipment on 
water and wastewater projects. Representative project experience must include at least 3 
projects in the past 5 years.  

 
C. The lift station control panel supplier shall be responsible for the design and layout of the 

control panel to meet project conditions.  
 

D. Pre-approved lift station control panel supplier is Owner’s System Integrator. 
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2.16 LIFT STATION CONTROLS: 
 
A. The pumps shall be controlled by a radar level transmitter suspended in the wet well and 

a programmable logic controller (PLC) and a Human Machine Interface (HMI). Floats shall 
serve as a back-up control system. All control circuits in wet well shall be intrinsically safe. 

 
2.17 LIFT STATION CONTROL PANEL FINISHES: 
 

A. Provide baked enamel finishes on exposed surfaces. 
 
B. Provide galvanized finishes for damp or wet locations. 

 
C. Touch up or refinish damaged paint. 

 
2.18 LIFT STATION CONTROL PANEL SELECTOR SWITCHES AND PUSHBUTTONS: 
 

A. All selector switches and push buttons shall be oil tight NEMA Type 13, with contacts, 
colors, and legend plates as indicated on Drawings. Manufacturer shall be Allen-Bradley. 
 

B. Pilot lights shall be transformer push-to-test type. Same type and brand as push buttons. 
 

2.19 BACKUP CONTROL FLOAT SWITCHES: 
 
A. Hermetically sealed mechanical tilt with 100-foot suspension cable rated at a minimum of 

13 ampere at 120-volt A.C. 
B. SPST contact. 

 
C. Corrosion resistant poly-propylene float, leakproof, shockproof, and corrosion resistant to 

sewage. 
 

D. Shorter length suspension cords may be furnished provided they have sufficient length to 
reach junction box without splice.   
 

E. Design based on Connery Model 2900-B3-S1-C1. Township approved equal features and 
product by Gems/Warrick.  

 
2.20 LIFT STATION CONTROL PANEL FLOAT SWITCH CONTROL RELAYS: 
 

A. Intrinsically safe type. 
 
B. Minimum 2 independent contact. 
 
C. Maximum switching sensitivity of 10,000 ohms. 
 
D. Manufacturers: Design based on Warrick, Stahl, Crouse Hinds, Diversified Electronics or 

Township approved equal. 
 

2.21 LIFT STATION CONTROL PANEL POWER FAILURE RELAY – PHASE MONITOR: 
 
A. Shall be able to monitor 280 volts, single phase or 480 three phase as determined by 

project location with usually closed (closed with normal energized power) 120 volt contact 
the control circuit, DPDT contacts. Monitor for undervoltage, overvoltage, phase sequence, 
and loss of phase. 

 

Page 201 of 284



 

 
 
 

1071 33 32 05 - 25 SUBMERSIBLE DUPLEX PUMP STATION  

B. Manufacturers: Diversified Electronics model XXXXXXXX. 
 

C. Mount Power Failure Relay adjacent to main service entrance circuit breaker with fuses 
inside a NEMA 3R Enclosure. 

 
2.22 LIFT STATION CONTROL PANEL RELAYS: 
 

A. Time Delay: 
1. Electric type. 
2. Delay on energize as necessary. 

a. Minimum contact rating 1 ampere at 120-volt A.C. 
b. Design based on Square D or Allen Bradley. 

 
B. Control: 

1. Miniature plug-in type. 
2. Minimum contact rating 10 ampere at 120-volt A.C. with necessary contacts as shown 

on drawings.  
3. Square D, Potter Brumfield, or Owner’s Representative approved equal. 

 
2.23 ACCESSORIES FOR LIFT STATION CONTROL PANEL: 
 

A. Nameplates: Minimum 1 inch x 3 inch white plastic with engraved black lettering. 
 

B. Pilot and Alarm Lights: 120 volt transformer type, push to test, 60 Hertz, with plastic lens 
and color matched rings; furnish special tools for lamp replacement, if required. 

 
C. Selector Switches and Push Buttons: Rated oil-tight not less than 120 volt, 10 ampere, 60 

Hertz with maintained or momentary contacts as required. Provide legend plates "HAND-
OFF-REMOTE" or as shown on drawings. 

 
2.24 LIFT STATION LOW VOLTAGE, LIGHTING AND POWER CONDUCTORS: 

 
A. Exterior lighting to be switch operated and illuminate lift station wet well and valve vault.  

 
B. Identify each end of each conductor by wire marking tape or sleeve. This includes splice 

points at all junction boxes. Mark on outer cover giving loop number and/or discrete wire 
number. 

 
C. Conductors provided on 120/240 and 480 volt power and control systems to be stranded 

per ASTM B-8 soft drawn copper. 
 

D. Insulation system shall be type THHN for field and MTW for lift station control panel, rated 
600V as defined and listed in Article 310 of NEC. Output wiring from VFD’s shall be XHHW-
2. 

 
E. Minimum size conductor utilized shall be #14 AWG for control circuits and #12 for power 

and lighting circuits. 
 

F. Color code conductor insulation as follows: 
Line Voltage     -Black 
Grounding Conductor   -Green 
Neutral       -White 
Control       -Red 
DC Circuits      -Blue 
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Voltage from External source -Yellow 
Intrinsically safe     -Light Blue 
 
Color shall be integral with the insulation compound applied by cable manufacturer. 
 

2.25 LIFT STATION CONROL PANEL SEAL FAIL RELAYS AND OVERTEMPERATURE RELAYS: 
  
 A. Provide new mini-cass relays from Flygt representative to match existing pumps. 
 
2.26 LIFT STATION CONTROL PANEL RTU: 

 
A.  Lift Station Level Controller RTU is an integral component of the Lift Station Control Panel. 

 
B.  Lift Station Level Controller RTU shall be programmable logic controller and shall have 

adequate inputs and outputs to perform the design sequence of operation plus 10% spares. 
 

C.  All HMI and PLC programming and software for Level Controller RTU and WRRF SCADA 
System by Owner’s Systems Integrator. 

 
D.  Lift Station Level Controller RTU and HMI shall perform all functions and control 

descriptions outlined in the specifications and drawings. 
 

E.  Remote monitoring for Lift Station Level Controller RTU will be through their integral 
ethernet communications ports in conjunction with the Owner provided wireless 
communication system and the existing SCADA system at the WRRF. All existing SCADA 
System programming and hardware requirements the WRRF MTU will be provided by 
Owner’s Systems Integrator.  

 
F.  Lift Station RTU PLC shall be Opto 22 EPIC-PR1 Controller with all necessary I/O 

modules, power supplies, and accessories to perform functions described and depicted in 
the contract documents. No equals, plant standard.  

 
G.  Lift Station HMI shall be 15” color touch screen panel monitor 1920 x 1024 resolution 

connected to Opto 22 EPIC-PR1.   
 

2.27 INTERNET SERVICE PROVIDER (ISP) MODEM AND RF HARDWARE: 
 

A. Provided by Owner’s ISP. Control Panel Manufacturer shall leave 1’ H x 1’ W x 1’ D space 
on the subpanel for ISP to install modem, antenna cable, surge arrestor, and antenna. 
Provide a 120VAC receptacle outlet for connect to the modem and a VPN router backed 
up by an online double conversion UPS. OSI to provide the modem and VPN router. ( 
 

B. Control Panel Manufacturer to provide 1” conduit sleeve from lift station control panel to 
building exterior for OSI to run antenna cable.  
 

C. Contractor shall accompany ISP to site to allow them access to the Lift Station Control 
Panel and to supervise communication equipment installation and to prevent the Lift 
Station Control Panel warranty breaches due to improper penetrations of Lif Station Control 
Panel Enclosure or substandard housekeeping practices, IE: Metal Shaving Control, 
making penetrations in top of cabinet. 
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2.28 LIFT STATION CONTROL PANEL DC POWER SUPPLY WITH BATTERY BACK-UP: 
 
A. Furnish 24-volt DC, 4-amp output - 120 VAC input power supply for HMI and modem. 

Manufacturer shall be Astrodyne Model AD55-B or Engineer approved equal.  
 

B. Furnish 24-volt DC, 4-amp output - 120 VAC input power for PLC power supply. Astrodyne 
Model AD55-B or Engineer approved equal  

 
C. Connect the aforementioned components in accordance with the Control Schematics on 

the Manufacturer’s drawings. 
 

D. Contractor shall provide on-line double conversion UPS to perform desired function. 
Design based on Vertiv (Libert) GTX5-500 or 1000LVRT2UXL. 

 
2.29 LEVEL CONTROL RADAR TRANSMITTER/INTRINSICALLY SAFE BARRIER: 
 

A. Provide Endress and Hauser Radar Level Transmitter model FMR20 to match existing 
radar level transmitters used in the system. Provide suspension cord with sufficient length 
to reach the control junction box at the control building without splicing.  

 
B. Provide Endress and Hauser or entity approved intrinsically safe barrier for radar level 

transmitter 4-20 mA circuit.  
 

C. Calibrate to suit the wet well depth. 
 

2.30 LIFT STATION CONTROL PANEL ENCLOSURE CABINET LIGHT: 
 
A. Furnish 120 vac, 60 watt LED fixture. Provide door interlock switch accessory. 

 
B. Design based on Hoffman LEDA1S35 fixture with Saginaw accessory switch SCE-LSA 

or Township approved equal. 
 
2.31 LIFT STATION CONTROL PANEL HVAC AND CONTROLS: 
 

A. As sized and determine by the Lift Station Control Panel Manufacturer to facilitate 
controls. 

a. Lift Station Control Panel cabinet environmental rating. Although the cabinet is 
identified to be installed indoors the cabinet shall carry a NEMA 3R rating minim 
and have HVAC designed to keep all the control panel components operating 
within their listed environmental temperature and humidity ratings since the 
building is not heated or cooled. Calculations for the control panel cabinet HVAC 
system shall be based on the cabinet being installed outdoors in Allendale Chater 
Township Michigan. This requirement shall include but not be limited to cabinet 
insulation, heaters, and air conditioning or cooling fans. Should the HMI to keep it 
at it’s designed operating temperature and humidity ratings. 

 
2.32 LIFT STATION CONTROL PANEL CONVENIENCE RECEPTACLE: 

 
A. 120 VAC, 20 amp, GFI specification grade, white. 

 
B. Leviton or equal. 
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2.33 LIFT STATIOIN CONTROL PANEL CURRENT TRANSFORMERS: 
 
A. Furnish general use ammeter current transformer.  
 
B. Insulation level shall be 600 volts, 10 kV BIL full wave. 4-20 mA output. 
 
C. Design based on Dwyer CCT40-100 series Current Transformers. Provide on 1 output 

leg of each starter or VFD. 
 
2.34 WIRE DUCT: 

 
A. Provide 1” x 3” or 2” x 3”, slotted plastic wireway with cover as required for all internal 

control panel wiring. 
 

B. Manufacturers: Panduit, Thomas and Betts, or Township approved equal.  
 
2.35 ADJUSTABLE FREQUENCY DRIVE CONTROLS (VFD): 

 
A. Provide 12 pulse constant torque (heavy duty), solid state AC adjustable frequency 

controllers to provide stepless variable speed over a 30% to 100% of motor base, 60 hertz, 
speed range. 

 
B. Provide custom designed control circuits for each drive assembly. 

 
C. Speed regulation with 100 percent load change shall be within 3 percent of maximum 

speed. 
 
D. Power factor of motor and controller combined shall be a minimum of 0.90 lagging over 

entire speed and load range. 
 
E. Service factor of combination motor and controller shall be a minimum of 1.15. 
 
F. Designed to operate on 480 volts three phase AC (-5 percent, + 10 percent) 3 phase, 60 

Hertz (+ 2 percent) input. 
 
G. Control Signal: 4-20 ma. 

 
H. Cabinets: NEMA 3R enclosures. 

1. All VFD power and control components shall be mounted on a sub-panel mounted on 
the inside back of the cabinet. This shall include but not be limited to VFD, reactors, 
disconnect switch, circuit breakers and fuses, transformers relays and contactors. No 
components may be mounted on the inside sides of the cabinet. These requirements 
exclude pilot devices, HMI, and disconnect handles that are required to be mounted 
on the cabinet door. Cabinets shall be welded finished steel with no removable back, 
top, or side panels. 

2. Cabinet environmental rating. Although the cabinet is identified to be installed indoors 
the cabinet shall carry a NEMA 3R rating minim and have HVAC designed to keep all 
the control panel components operating within their listed environmental temperature 
and humidity ratings since the building is not heated or cooled. Calculations for the 
control panel cabinet HVAC system shall be based on the cabinet being installed 
outdoors in Allendale Chater Township Michigan. This requirement shall include but 
not be limited to cabinet insulation, heaters, and air conditioning or cooling fans. Should 
the HMI to keep it at it’s designed operating temperature and humidity ratings. 
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I. Acceptable Manufacturers: 
1. Eaton 
2. Allen Bradley 
3. ABB 

 
2.36 CONDUIT: 
 

A. Rigid Galvanized Steel: UL listed and ½” minimum size. ANSI C80.1, threaded, as shown 
on Drawings.  
 

B. All conduit inside and outside building shall be Rigid Metal Conduit. All conduit between 
the control junction box and the wet well shall be PVC coated Rigid Metal Conduit. 

 
C. All buried conduit not connecting to the wet well may be PVC sch 40 conduit.  

 
D. All conduit connecting to the wet well shall be PVC Coated Rigid Metal Conduit. 

 
E. Pull Boxes, Junction Boxes, and Conduit Fittings: UL listed, liquid tight, dustproof, 

conforming to JIC standards, cast malleable iron gasketed with cast hot dip galvanized 
blank or nipple covers held in place with stainless steel screws. ANSI C80.4, sized per 
NEC Article 370. 

 
F. Sewage wet well is Hazardous Area Class 1, Division 1, Group D. 

1. Install in accordance with NEC Article 501. 
2. All wiring shall be in conduit, except in wet well where cable goes to level controls. 

 
2.37 ENCLOSED CIRCUIT BREAKERS: 

 
A. Minimum Interrupting Capacity: 22,000 amperes at 240 volts, single phase or 480 three 

phase as determined by the project location with size as shown on the drawings. 
 
B. Main shall be U. L listed for service entrance. All others U.L. listed. 
 
C. Nema 3R Enclosed.  
 
D. Provide Square D. 

 
2.38 GROUNDING: 
 

A. Provide grounding resistance of 25 ohms or less and provide a Power Service Surge 
Arrester. 

 
2.39 LOAD CENTER: 

 
A. Nema 3R Enclosed, with 2P main circuit breaker sized to transformer secondary.  

 
B. Provide quantity and size breakers as shown on drawings.  

 
C. Minimum Interrupting Capacity: 10,000 AIC at 240 VAC. 

 
D. Provide Square D or Township approved equal. 

 
 
 

Page 206 of 284



 

 
 
 

1071 33 32 05 - 30 SUBMERSIBLE DUPLEX PUMP STATION  

2.40 TRANSFORMER: 
 

A. Dry type, Class H, 150 degrees Centigrade (c) rise insulation. 
 
B. Enclosed for indoor or outdoor operation.  

 
C. For transformers above 3 KVA provide standard 2 percent taps above and below nominal 

rated voltage. 
 

D. Noise level: 45 decibels per ANSI C89.11961 (R1969). 
 

2.41 IDENTIFICATIONS: 
 

A. Name Plates: Provide on all equipment, switches, breakers, and panels. Name Plates 
shall be 1" x 3" white plastic with 3/16" black lettering. 

 
B. Circuits: Provide inside each distribution or branch circuit panel a typewritten schedule 

under glass or plastic identifying each circuit emanating from panel. 
 

2.42 GENERATOR: 
 
A. Each lift station shall be equipped with a concrete generator foundation and a natural gas 

driven generator.  
 

B. Ratings 
1. The generator set shall have a minimum standby duty rating of [XX] KW, at 0.8 power 

factor, and operate at 1800 RPM.  
2. System voltage: 480 volts, single phase or 480 three phase as determined by the 

project area, three wire, 60 Hertz. 
3. Site conditions: Altitude 600 feet. Ambient temperatures up to 104 degrees F. 

 
C. Construction 

1. The engine generator set shall be mounted on a heavy-duty steel base to maintain 
alignment between components and shall incorporate vibration isolators of the type 
and quantity as specified by the manufacturer. 

2. Vibration control for generator unit shall include pads, springs, rails, bases, hangers, 
and connectors as required for vibration control and isolation. 

3. Emissions: Conform to federal standards and be EPA certified. 
 

D. Engine and Engine Equipment 
1. The engine shall be stationary, liquid cooled, with a fuel system that is compatible with 

natural gas. The horsepower rating of the engine at its minimum tolerance level shall 
be sufficient to drive the alternator and all connected accessories. 

 
E. AC Generator 

1. The AC generator shall be synchronous, four pole, 2/3 pitch, revolving field, drip-proof 
construction, single pre-lubricated sealed bearing, air cooled by a direct drive 
centrifugal blower fan, and directly connected to the engine with flexible drive disc. All 
insulation system components shall meet NEMA MG1 temperature limits for Class H 
insulation system. Actual temperature rise measured by resistance method at full load 
shall not exceed 125 degrees Centigrade. 

2. A permanent magnet generator (PMG) shall be included to provide a reliable source 
of excitation power for optimum motor starting and short circuit performance. The PMG 
and controls shall be capable of sustaining and regulating current supplied to a single 
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phase or three phase fault at approximately 300% of rated current for not more than 
10 seconds. 

3. The generator shall be capable of delivering rated output KVA at rated frequency and 
power factor at any voltage not more than 5% above or below rated voltage. 

 
F. Engine Generator Set Control 

1. A NEMA 3R enclosed control panel shall be mounted on the generator set with 
vibration isolators. The control shall be vibration isolated, and prototype tested to verify 
the durability of all components under the vibration conditions encountered. Control 
panel shall be sealed to prohibit intrusion of pests and rodents. 

 
G. Outdoor weather protective housing: 

1. Generator housing shall be factory assembled to generator set base. Housing shall 
provide ample airflow for operation at rated load in the ambient condition specified. 

2. The housing shall have hinged side access doors and rear control door. All doors shall 
be lockable. 

3. All sheet metal shall be primed for corrosion protection and finish painted with the 
manufacturer’s standard color using two step electrocoating paint process or equal, 
meeting the performance requirement specified below. All surfaces of all metal parts 
shall be primed and painted. The painting process shall result in a coating which meets 
the following requirements: 
a. Primer thickness, 0.5-2.0 mils. Topcoat thickness, 0.8-1.2 mils. 
b. Gloss, per ASTM D523-89, 80% plus or minus 5%. Gloss retention after one year 

shall exceed 50%. 
c. Crosshatch adhesion, per ASTM D2794-93, 120-160 inch-pounds. 
d. Salt spray, per ASTM B117-90, 1000 plus hours. 
e. Humidity, per ASTM D2247-92, 1000 plus hours. 
f. Water soak, per ASTM D2247-92, 1000 plus hours. 

4. Painting of hoses, clamps, wiring harnesses, and other non-metallic service parts shall 
not be acceptable. 

5. Fasteners used shall be corrosion resistant and designed to minimize marring of the 
painted surface when removed for normal installation or service work. 

6. Accessories include engine heaters, battery charger, generator strip heater. 
7. The enclosure shall either be insulated by acoustical foam and or include intake 

shrouds to limit noise. 
8. Maximum average sound level shall not exceed 67.8 dba at 25 feet. 
9. Protective housing shall be sealed to prohibit intrusion of pests and rodents. 
 

H. Design is based on Onan Cummins natural gas generator with alternator or Township 
approved equal.  
 

2.43 AUTOMATIC TRANSFER SWITCH: 
 

A. Ratings: [XXX] Amps, 480 volts three phase, 3 Pole, 3 Phase, 3 wire, NEMA 3R Enclosed, 
22,000 AIC minimum. 
1. Main contacts shall be rated for the operation voltage as installed. 
2. Transfer switches shall be rated to carry 100 percent of rated current continuously in 

the enclosure supplied, in ambient temperatures of 40 to +60 degrees C, relative 
humidity up to 95% (non-condensing), and altitudes up to 10,000 feet (3000M). 

3. Transfer switch equipment shall have with stand and closing ratings (WCR) in RMS 
symmetrical amperes greater than the available fault currents shown on the 
drawings. The transfer switch and its upstream protection shall be coordinated. The 
transfer switch shall be third party listed and labeled for use with the specific 
protective device(s) installed in the application. 
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B. Construction: 

1. Transfer switch shall be double-throw, electrically and mechanically interlocked, and 
mechanically held in the source 1 and source 2 positions. 

2. Transfer switches shall be 3-pole and shall be provided with a neutral bus and lugs. 
The neutral bus shall be sized to carry 100% of the current designated on the switch 
rating. 

3. Enclosures shall be UL listed and NEMA 3R rated. The enclosure shall provide NEC 
wire bend space when both sources and the load are all connected from either the top 
or bottom of the transfer switch. The cabinet door shall be key-locking. 
 

C. Connections: 
1. Field control connections shall be made on a common terminal block that is clearly and 

permanently labeled. 
2. Transfer switch shall be provided with AL/CU mechanical lugs sized to accept the full 

output rating of the generator set. 
 

D. Control: 
1. Solid-state under voltage sensors shall simultaneously monitor both sources. Pick-up 

and drop-out settings shall be adjustable. Voltage sensors shall have field calibration 
of actual supply voltage to nominal system voltage. The voltage sensors shall monitor 
and respond to a failure of three phases or of any phases. 

2. Provide open transition delayed transition automatic transfer switch. The control 
system shall include field adjustable provisions to control the speed of transfer of the 
transfer switch. 
a. The control shall include an adjustable time delay between live sources from 0-60 

seconds. This delay isolates the load from either live source during transfer or 
retransfer to allow for decay of any voltage/frequency generated by the load during 
transfer/retransfer operation. 

b. Switches that incorporate an in-phase monitor system and cannot change the 
speed of the contacts transfer operation shall not be acceptable.  

c. This control scheme shall operate the same under a power outage condition and 
under routine exercise operation. 

3. Provide solid state exerciser clock to set the day, time, and duration of generator set 
exercise/test period. Provide a with/without load selector switch for the exercise period. 

4. The switch shall retransfer the load to the normal source after a time delay retransfer, 
adjustable from 6 seconds to 30 minutes, factory set at 5 minutes.  Retransfer time 
delay shall be immediately bypassed if the emergency power source fails. 
 

E. Enclosure: 
1. Enclosures shall be UL listed. The cabinet door shall be key locking. 
2. Transfer switch equipment shall be provided in a NEMA rated Enclosure. 
3. Enclosures shall be the NEMA type specified. The cabinet shall provide code-required 

wire bend space at point of entry as shown on the drawings. Manual operating handles 
and all control switches (other than key operated switches) shall be accessible to 
authorized personnel only by opening the key locking cabinet door. Transfer switches 
with manual operating handles and/or non-key operated control switches located on 
outside of cabinet do not meet this specification and are not acceptable.  

4. Enclosure shall have the same temperature requirements as the VFD. 
 
 
 
 

 

Page 209 of 284



 

 
 
 

1071 33 32 05 - 33 SUBMERSIBLE DUPLEX PUMP STATION  

2.44 MANUAL TRANSFER SWITCH: 
 
A. Manual Transfer Switch. Provide [XXX] amp, 480 volts three phase, three pole double 

throw, NEMA 3R Enclosed. Manufacturer: Square D, Eaton, GE, or Cutlar Hammer.  
 

B. Provide a terminal block for an auxiliary generator and power testing.  
 
PART 3 -  EXECUTION 
 
3.01 PREPARATION: 
 

A. Subgrade: 
1. Obtain approval prior to placing the subbase or aggregate base course. 
2. Construct to the required line, grade, and cross section. MDOT 205.03.N.  

a. If subbase is required: Trim within 1 inch of design grade. 
b. Tolerance if subbase is not required: Trim within ± ¾ inch of design grade. 

3. Compaction: 
a. Compact to not less than ninety percent (90%) of the maximum density according 

to the Modified Proctor Method ASTM D1557. 
b. Compact to not less than ninety-five percent (95%) of the maximum density using 

the Michigan Cone Test. 
 

B. Excavation: Conform to MDOT 205.03.G. 
 
C. Embankment: Conform to MDOT 205.03.H and 205.03.I. 
 
D. Inspection: Obtain approval of Township subgrade and each layer of pavement structure 

prior to placing successive layer. 
 
3.02 INSTALLATION: 
 

A. Install electrical products and controls in accordance with Township ordinances, National 
Electrical Code, and manufacturers' recommendations, shop drawings, and contract 
drawings to be prepared by the township engineer. 
 

B. Precast Concrete: 
1. Precast concrete products shall be installed to the lines and grades shown in the 

contract documents or otherwise specified. 
2. Products shall be lifted by suitable lifting devices at points provided by the precast 

concrete producer. 
3. Products shall be installed per the precast concrete producer’s recommendation.  

 
C. Variable Frequency Drive: 

1. Install all equipment in accordance with Specifications, manufacturer's 
recommendations, and applicable codes and regulations. 
 

D. General Electrical: 
1. Obtain power meter sockets from power company and install as shown. 
2. Run ground conductor into service enclosures and ground according to National 

Electrical Code. 
 

E. Generator: 
1. Installation shall comply with applicable state and local codes as required by the 

authority having jurisdiction. 
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2. Install equipment in accordance with manufacturer’s instructions and instructions 
included in the listings or labeling of UL listed products. 

3. Installation of equipment shall include furnishings and installing all interconnecting 
wiring between all major equipment provided for the on-site power system. 

4. The Contractor shall also perform interconnecting wiring between equipment sections, 
under the supervision of the equipment supplier.  

5. Equipment shall be permanently fastened to the pad in accordance with 
manufacturer’s instructions.  

6. Equipment shall be initially started and operated by representatives of the 
manufacturer in coordination with the electrical Contractor. 

7. All equipment shall be physically inspected for damage. Scratches and other 
installation damage shall be repaired prior to final system testing. Equipment shall be 
thoroughly cleaned to remove all dirt and construction debris prior to final testing of the 
system. 
 

3.03 PERFORMANCE:  
 
A. Subbase: 

1. Thickness: Conform to design cross section. 
2. Construction method: 

a. Place in equal layers not exceeding 15 inches loose measure. 
b. Spread evenly and compact to not less than ninety-five percent (95%) maximum 

density according to Michigan Sand Cone Test. 
3. Tolerance: Construct sub-base to plan grade within a tolerance of + 0.5 inch. 
 

B. Aggregate Base: 
1. Thickness: Conform to design cross section. 
2. Construction Method: MDOT 302.03. 
3. Tolerances: 

a. Curbed streets: Shape the aggregate base course to the design grade and cross 
section within a tolerance of + ¼ inch. 

b. Other:  Shape within a tolerance of + ½ inch of the design grade and cross section. 
c. Check and correct grades and cross section prior to HMA placement if traffic use 

is allowed. 
 

C. Hot Mixed Asphalt Base: 
1. Construction Methods: Conform placement of the hot mixed asphalt base mixture not 

exceeding lifts of 3 inches in accordance with MDOT 501.03. 
2. Tolerances: 

a. Curbed streets:  Shape the hot mixed asphalt base course to the design grade and 
cross section, within a tolerance of + 3/8 inch. 

b. Other: Unless otherwise specified, shape within + 3/4 inch of the design grade and 
cross section. 

 
D. Bond Coat: 

1. Construction Method: MDOT 501.03.D. 
2. Application Rate: Provide 0.15 gallon per square yard. 

 
E. Hot Mixed Asphalt Leveling and Surface: 

1. Cutting: Saw vertically in straight lines parallel or perpendicular to pavement centerline. 
a. Thickness: Per authority having jurisdiction. 

1) Do not place hot mixed asphalt surface course mixture in lifts exceeding 2 
inches unless otherwise approved. Provide design thickness. 

2. Construction Methods: 
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a. Paving: Conform method of paving to MDOT 501.03. 
b. Prior to placement of hot mixed asphalt surface, verify crowns and grades of 

roadway for positive drainage. Any deficiencies in grade or crown shall be 
corrected prior to placement of surface course. 

3. Tolerances: Hot mixed asphalt surface on streets with new curbs shall have a finish 
elevation of ¼ inch above curb. 

4. Asphalt Yield: The design asphalt yield has been based on 110 lbs/syd per inch of 
thickness.  Construction asphalt yield in excess of 15% of the plan yield shall not be 
paid unless otherwise approved by the Engineer. 

 
3.04 STRUCTURE COVER ADJUSTMENT: 

 
A. Construction Method: MDOT 403.03.C. 

1. Adjust structure castings to finish grade or to a maximum of ¼ inch below finish grade 
of all manholes, catch basins, and valve boxes. 
a. Set grades of castings and valve boxes from street grades with castings tilted 

where necessary to meet proposed street grades and crown. 
b. All castings, when adjusted to finish grade shall be placed in a bed of concrete 

grade S2 placed in the entire area disturbed for casting adjustment. 
2. Adjust castings to finish grade after the leveling course is complete. 

a. Castings shall be kept below grade or flush with the proposed sand subgrade so 
as not to conflict with grading operations or conflict with placement of leveling 
course. 

b. HMA removed from the area for casting adjustment shall be saw cut square or 
round around the casting. 

3. Adjustment of new structures will not be a pay item.  
4. Wrap valve box and CSB per specification. 
 

3.05 TESTING AND INSPECTION: 
 
A. Observation: By the Engineer or his designated authorized representative. 

 
B. Aggregates: 

1. Sampling and Analysis: Michigan Testing Methods, Series 100. 
2. Exception: Provide certification of approved stockpiled material. 
 

C. Hot Mixed Asphalt Pavement Density: 
1. Density acceptance of HMA mixtures will be measured with a nuclear density gauge 

using the Gmm from the approved Job-Mix Formula for the density control target. The 
required in place density of the HMA mixture shall be 92.0-96.0% of the density control 
target. 

2. The Contractor is responsible for determining Quality Control Density and establishing 
a rolling pattern that will achieve the required in place density. 

 
D. Hot Mixed Asphalt Mix Composition: 

1. Sampling: 
a. Acceptance sampling shall include a minimum of two samples per mix type for 

each day of production with no less than three samples for each mix type per 
project. 

b. Method of sampling shall be determined by the Engineer. 
2. Extraction: ASTM D2172 
3. Sieve Analysis: ASTM C117 and ASTM C136 
4. Tolerance: Acceptable tolerances for HMA parameters are detailed in the following 

Table. 
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Table 3: Uniformity Tolerance Limits for HMA Mixtures 

 
PARAMETER 

Surface & Leveling Course Base Course 

Range Range 

Binder Content + 0.50 + 0.50 

% Passing #8 and Larger Sieves + 8.0 + 9.0 

% Passing #30 Sieve + 6.0 + 9.0 

% Passing #200 Sieve + 2.0 + 3.0 

1.   The mixture shall be proportioned to test as closely as possible to the Job-Mix-Formula. 
2.   The crushed particle content of the aggregate shall not be more than 10 percentage points 

above or below the crush particle content listed in the approved JMF. 

 
5. Acceptance: If for any one mixture, two consecutive aggregate gradations on one 

sieve, or binder contents exceed the uniformity tolerance or do not meet the minimum 
requirements for crushed particle content the mixture will be rejected. 

 
3.06 GENERATOR ON SITE ACCEPTANCE TEST: 
 

A. The complete installation shall be tested for compliance with the specification following 
completion of all site work. Representatives of the manufacturer shall conduct testing. 
Electrical Contractor shall be present at the time of testing. The Owner or Owner’s 
representative shall be notified in advance and shall have the option to witness the tests. 

 
B. Test alarm and shutdown circuits by simulating conditions. 
 
C. Check all trouble and alarm indicators, including those at remote annunciator.  

 
3.07 FIELD QUALITY CONTROL: 
 

A. Wet Well, Valve Chamber, and Meter Chamber Interior Evaluation: 
1. Contractor shall provide the opportunity for Owner or Owner’s representative to view 

the interior of all structures in accordance with current confined space entry 
requirements. 

2. Equipment and all personnel for confined space entry provided by Contractor.  
3. Contractor shall provide all other personnel appropriately trained for confined space 

entry.  
4. Evaluation and any corrections must be completed prior to Start-up. 

 
B. Pressure Testing: 

1. Air or air-water methods of applying pressure prohibited. 
2. All visually noted leaks or pipe movements must be repaired. 

 
3.08 PUMP STATION START-UP AND TESTING: 
 

A. Contractor to coordinate and schedule the start-up: 
1. The Contractor shall arrange and pay for all required personnel to attend the start-up.  

Costs for the Engineer and Owner to attend the start-up shall be borne by the Owner 
for the first Start-up attempt. Costs for subsequent start-up attempts shall be the 
responsibility of the Contractor. Required personnel at start-up:   
a. General Contractor 
b. Mechanical Contractor 
c. Electrical Contractor 
d. Systems Integrator 
e. Pump Manufacturer’s Representative 
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f. Generator Manufacturer’s Representative 
g. Engineer 
h. Owner 

2. The Contractor shall provide and pay for clean water for station testing as well as be 
responsible for disposal of the water at the discharge of the force main. 

3. Contractor must fill the discharge force main full of water prior to scheduling start-up. 
4. The Contractor shall operate the pump station to allow the following tests to be 

completed. Measurements and witnesses of the measurements shall be coordinated 
by the Contractor.  Tests may be repeated at the discretion of the Owner or Owner’s 
representative. 
a. Visual verification the force main is full of water by running a pump while looking 

at the force main discharge. 
b. Flow and head of each pump running alone. 

1) Must achieve two (2) tests w/ the same result. 
c. Flow and head of pumps running together. 

1) Must achieve two (2) tests w/ the same result. 
d. Amp draw on each leg on meter and SCADA. 
e. Flow Meter reading 
f. Draw down via live tape to verify controls flow data. 

1) Must achieve two (2) tests w/ the same result. 
g. Test each alarm condition and ensure the alarm reaches the Owner’s operator. 
h. Simulate utility power outage and ensure that: 

1) the permanent generator automatically starts and automatically transfers 
power to the station, or 

2) the portable generator and manual transfer switch transfer power to the 
station. 

3) Other tests as equipment manufacturers or Owner or Owner’s representative 
deem necessary. 

5. If the station fails to pass the start-up tests and it is necessary to reassemble the start-
up team at a later date, the costs for the subsequent testing shall be borne by the 
Contractor and shall include, but not be limited to, the time and materials for Owner or 
Owner’s representative and equipment manufacturers. 

 
B. Owner’s Operator Training: 

1. A training session shall be held to train the operators how the system is operated. 
2. The operator training shall be separated from the start-up and shall be on a separate 

day than the start-up. 
3. The Contractor shall coordinate and pay for appropriate training personnel to train the 

operators in the use and programming of the system and shall, at a minimum, include 
the following personnel: 
a. Systems integrator 
b. Pump manufacturer’s representative 
c. Generator Manufacturers representative 

4. Minimum on-site time of each training representative: 8 hours 
 
3.09 VFD START-UP AND OPERATOR TRAINING: 
 

A. Provide the services of an experienced competent service engineer for a minimum of (1) 
8-hour day per drive not including travel time for start-up assistance. Service engineer must 
be a direct employee of the Drive Manufacturer, not an employee of the Drive 
Manufacturers Distributor. Service engineer shall be responsible for: 
1. Checking the installation including wiring and connections. 
2. Setting the adjustments on the drive control. 
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3. Executing a complete drive start up demonstrating the operation of the equipment to 
the Owner. 

4. Making field adjustments to drive programming parameters as directed by Township 
Engineer. 
 

B. It is the responsibility of the Contractor to be certain that the service engineering specified 
time is adequate since start-ups of each VFD will be at different times. The cost for 
additional time if required shall be responsibility of the Contractor. 

 
C. Provide a service technician for (1) 8-hour day (not including any system debugging or 

travel time) to check out the system installation at system start-up and to train the owners 
operators. During this time the Contractor will be asked to assist in fine tuning all controls 
for optimum operation. This will include but not be limited to making minor wiring changes 
and time delay adjustments and assisting Owner’s Systems Integrator with, PLC’s, HMI’s, 
and SCADA Start up.   

 
3.10 GENERATOR STARTUP AND TRAINING: 
 

A. Manufacturer’s representative shall preform a hour load bank test in accordance with NFPA 
110. 
 

B. The equipment supplier shall provide training for the facility operating personnel covering 
operation and maintenance of the equipment provided. The startup and training program 
shall be 4 hours minimum in duration not including any travel time or load bank test time. 
Training date shall be coordinated with the Owner or Owner’s Representative, and the 
Facility Owner. 

 
3.11 GENERATOR SPARE PARTS, TOOLS, AND SIGNS: 
 

A. Contractor shall include two engine services including oil, coolant samples and reports 
within the first year. 

 
B. Set Required of Each: 

1. Operating, maintenance, repair, and adjustment data. 
2. Parts lists. 

 
C. One Set Required of Each: 

1. Any special tools, gauges, etc., required for operation, owner maintenance, and 
adjustment. 

2. All special tools needed to perform routine maintenance and replacement of fuel 
injectors. 

 
D. Two Sets Required of Each: 

1. Air cleaner cartridges. 
2. Oil filter cartridges. 
3. Fuel filter cartridges 

 
3.12 CLEARANCES: 

 
A. Maintain clearances from electric panels and other electrical installations as required by 

NEC. 
 

B. Maintain working clearances around electrical equipment as required for proper 
maintenance and operation. 
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3.13 CLEANING: 
 

A. Prior to acceptance of the work of this Section, thoroughly clean all installed materials, 
equipment, and related areas. 
 

B. Clean equipment and components of dirt and construction debris upon completion of 
installation. 

 
C. Touch-up scratched or marred enclosure surfaces to match finishes. 
 
D. Protect installed equipment and components from damage during remainder of 

construction period. 
 

 
END OF SECTION 
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SECTION 33 34 00 

 

SANITARY FORCE MAINS 

 
 
PART 1 -  GENERAL 

 
1.01 SUMMARY: 
 

A. This Section includes work required for sanitary force mains, structures, and appurtenant 
work. 

 
1.02 REFERENCES: 

 
A. ASTM - American Society Testing Materials, latest edition. 

 
B. ANSI - American National Standards Institute, latest edition. 
 
C. PPI - Plastic Pipe Institute 

 
1.03 SUBMITTALS: 
 

A. Submit the following for review by Township or Township’s Engineer: 
1. Product data on Isolation Valves, Air Release Valves, pipe, fittings, restraints, and 

associated structures. 
2. Proposed equipment and method for Pressure and Leakage testing 
3. Details for connection to sanitary sewer system. 
4. Submittals must be approved by ACT Public Utility Department prior to the Pre-

Construction Meeting. 
5. Submit copy of Quality Control records after construction completion. 

 
B. Report witness measurements on fittings. 

1. Provide a one-line drawing of all mains and stubs (in an accent color) with lengths. 
Allendale Public Utilities must be allowed access during construction to GPS locate all 
fittings and top of pipe or inverts at grade changes. 

 
C. Provide certification on pipe and fittings indicating conformance to specifications prior to 

installation. 

D. Submittal of drawings of record plans to:   
1.  Provide the Township 1 printed set and a PDF file, and the Township Engineer 1 

electronic file in AutoCAD format of record drawings (as-builts) with as-constructed 
dimensions and witnesses (in State Plane).  All measurements to be English Standard. 

 
1.04 JOB CONDITIONS: 
 

A. Clean up promptly following pipe installation and within maximum of 600 feet behind pipe 
laying operation. Cleanup includes backfill and rough grading.  
 

B. Installation not allowed when air temperature is 25 degrees or colder (F), or when 
determined too cold by Township field inspector. 

 
C. See General Requirements section 1.04.B for staking requirements. 
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PART 2 -  PRODUCTS 

 
2.01 GENERAL: 
 

A. Cement Lining:  ANSI A21.4 Standard thickness for ductile iron pipe and fittings. 
 

2.02 PIPE: 
 

A. Ductile Iron:  ANSI A21.50 and ANSI A21.51; Class 52. 
 

B. HDPE – ASTM D3350 (standard specifications for polyethylene plastic pipe and fitting 
materials), SDR 11, PE4710.  

 
C. HDPE 

1. All HDPE pipe and fittings shall conform to ASTM D3350 with cell classifications 
meeting PE445574C, reference AWWA C905-15 (4” through 65”) AWWA C901-08 
(1/2” through 3”). They shall be listed as SDR11, PE4710, or 3408 as a minimum. 

2. Sections of polyethylene pipe shall be joined into continuous lengths on the jobsite 
above ground. The joining method shall be the butt fusion method and shall be 
performed in strict accordance with the pipe manufacturer’s recommendations. The 
butt fusion equipment used in the joining procedures should be capable of meeting all 
conditions recommended by the pipe manufacturer, including, but not limited to, 
temperature requirements of 400 degrees Fahrenheit, alignment, and an interfacial 
fusion pressure of 75 psi.  

3. No Sidewall fusion connections are permitted. 
4. Mechanical joining will be used where the butt fusion method cannot be used. 

Mechanical jointing will be accomplished by either using a HDPE flange adapter with 
Ductile Iron back-up ring or HDPE Mechanical Joint adapter with Ductile Iron back-up 
ring.  

5. Socket fusion, hot gas fusion threading, solvents and epoxies shall not be used to join 
HDPE pipe.  

6. The butt fusion jointing will produce a joint weld strength equal to or greater than the 
tensile strength of the pipe itself. All welds will be made using a Data Logger to record 
temperature, fusion pressure, with graphic representation of the fusion cycle. This log 
shall be part of the Quality Control records. 

7. Water services 2.02C of this specification for 1” and 1.5” can be coupled using 
mechanical fittings, installed per the manufacturer’s specifications and meeting 
Michigan Plumbing Code 605.22.1. 
a. 2” and larger must follow the butt fusion requirements. 

 
2.03 JOINTS: 
 

A. Ductile Iron Pipe and Fittings: 
1. Mechanical:  ANSI A21.11. 
2. Push-on:  ANSI A21.11. 
3. Electrical Continuity:  Provide bronze wedges (3 per joint), or thermite welded sockets 

and cables. 
 

B. HDPE to Ductile Iron Connection:  
1. The connection from the HDPE pipe to DI shall be manufactured by the pipe 

manufacturer.  It shall be made of HDPE and connect to the DI pipe with a standard 
rubber gasket and a mechanical joint gland. 
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2. The mechanical joint adapter shall be of the same SDR rating as the pipe. Additional 
restraint shall be provided on the ductile iron pipe side of the connection point by 
restraining pipe joints for a distance of at least 150 feet.  

3. Additional restraint shall be provided on each side of the connection point in the form of 
an HDPE anchor ring encased in concrete or other methods as approved by Township 
Engineer. All proposed connection and restraint details shall be included on the plans. 

4. Connections shall not be made for a period of 24 hours after the pipe has been installed 
to allow the pipe to approach an equilibrium temperature with it’s surrounding 
environment. 

5. Follow manufacturer’s recommendation for number of electrofusion flex restraints 
needed at each connection. 

6. The HDPE pipe shall be properly aligned at all connections. 
 

2.04 FITTINGS: 
 

A. Ductile Iron:  ANSI A21.10, ANSI 21.53, Class 54, 250 psi working pressure through 12-
inch and 150 psi greater than 12-inch. 

 
B. HDPE 

1. Butt Fusion Fittings – Fittings shall be PE3408 HDPE, Cell Classification of 345464C 
as determined by ASTM D3350-99 and approved for AWWA use. Butt Fusion Fittings 
shall have a manufacturing stand of ASTM D3261.  Molded and fabricated fittings shall 
have a pressure rating equal to the pipe unless otherwise specified in the plans. 
Fabricated fittings are to be manufactured using Data Loggers, Temperature, fusion 
pressure and a graphic representation of the fusion cycle shall be part of the quality 
control records. All fittings shall be suitable for use as pressure conduits and per 
AWWA C906. 

2. Electrofusion Fittings – Fittings shall be PE3408 HDPE, Cell Classification of 345464C 
as determined by ASTM D3350-99. Electrofusion Fittings shall have a manufacturing 
standard of ASTM F1055. Fittings shall have a pressure rating equal to the pipe unless 
otherwise specified on the plans. All electrofusion fittings shall be suitable for use as 
pressure conduits per AWWA C906. 

3. Flanged and Mechanical Joint Adapters – Flanged and Mechanical Joint Adapters 
shall be PE 3408 HDPE, Cell Classification of 345464C as determined by ASTM 
D3350-99. Flanged and Mechanical Joint Adapters shall have a manufacturing 
standard of ASTM D3261. Fittings shall have a pressure rating equal to the pipe unless 
otherwise specified on the plans. 

 
2.05 VALVES (Open Left): 
 

A. Gate:   
1. AWWA C515, double disc, non-rising stem, fully bronze mounted and roller and gear 

operator over 16 inches. 
2. Resilient-wedge gate valves: ANSI/AWWA C509 or C515. 

a. Non-rising Stem (NRS) 
b. Wrench nut: 2-inches square with extensions as indicated on the drawings.  
c. Open Left (counterclockwise) 
d. Flanged ends 
e. Stem Seal: O rings 

 
B. Resilient Wedge for anything under 16 inches (add spec) 
 
C. Plug:  ANSI B16.1, Clow Corporation F-5410, or equal. 
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D. Air release:  APCO 400 or Val-Matic 48 BWA. 
 
E. Boxes:  Three (3) section cast iron with lid marked SEWER. 

1. Upper section:  Screw on adjoining center section and full diameter throughout. Place 
geotextile fabric around threaded joint of risers, if used. 

2. Center section:  Minimum 5-inch inside diameter. 
3. Base section:  Fit over valve bonnet and shaped round for valves through 10-inch and 

oval for 12-inch and over. Place geotextile fabric around valve bonnet. 
 

2.06 AIR RELEASE VALVE AND CLEANOUT CHAMBERS: 
 
A. Chambers shall be precast or cast-in-place concrete. 
 
B. Precast Units:  ASTM C478 and ASTM C76, Class III. 

1. Joints: Cement mortar, preformed bituminous rope or "O"-ring gaskets. 
2. Pipe Opening:  Pipe diameter plus 6-inch, maximum. 

 
C. Concrete:  4000 psi 28 day, 4-inch maximum slump. 
 
D. Concrete Brick:  ASTM C55, Grade N-1 (For repair of existing brick structures only). 
 
E. Grade Rings:  ASTM C478. 
 
F. Mortar:  ASTM C270, 1-part Portland cement, 1-part lime and 3-parts sand by volume. 
 
G. Chamber Steps: 

1. Plastic with 3/8-inch steel reinforcement. 
2. Dimensions:  10-inch deep by 10-inch wide, 5-inch tread depth. 

 
H. Chamber Casting: East Jordan 1040 A cover – two (2) hole cover with the words 

“ALLENDALE AREA SANITARY SEWER” and East Jordan 1045 Z1 frame. 
 
I.    Piping:   Coal tar epoxy coating required. 

 
2.07 TRACER WIRE: 

 
A. General: 

1. Open Trench – Trace wire shall be #12 AWG Copper Clad Steel, High Strength with 
minimum 450 lb. break load, with minimum 30 mil HDPE insulation thickness.  

2. Directional Drilling/Boring – Trace wire shall be #12 AWG Copper Clad Steel, Extra 
High Strength with minimum 1,150 lb. break load, with minimum 30 mil HDPE 
insulation thickness.  

3. Trace wire – Pipe Bursting/Slip Lining – Trace wire shall be 7 x 7 Stranded Copper 
Clad Steel, Extreme Strength with 4,700 lb. break load, with minimum 50 ml HDPE 
insulation thickness. 
 

B. Connectors: 
1. All mainline trace wires must be interconnected in intersections, at mainline tees and 

mainline crosses. At tees, the three wires shall be joined using a single 3-way lockable 
connector. At Crosses, the four wires shall be joined using a 4-way connector. Use of 
two 3-way connectors with a short jumper wire between them is an acceptable 
alternative.  

2. Direct bury wire connectors – shall include 3-way lockable connectors and mainline to 
lateral lug connectors specifically manufactured for use in underground trace wire 
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installation. Connectors shall be dielectric silicon filled to seal out moisture and 
corrosion, and shall be installed in a manner so as to prevent any uninsulated wire 
exposure.  

3. Non locking friction fit, twist on or taped connectors are prohibited. 
 

C. Termination/Access 
1. All trace wire termination points must utilize an approved trace wire access box (above 

ground access box or grade level/in-ground access box as applicable), specifically 
manufactured for this purpose.  

2. All grade level/in-ground access boxes shall be appropriately identified with “sewer” or 
“water” cast into the cap and be color coded.  

3. A minimum of 2 ft. of excess/slack wire is required in all trace wire access boxes after 
meeting final elevation.  

4. All trace wire access boxes must include a manually interruptible 
conductive/connective link between the terminal(s) for the trace wire connection and 
the terminal for the grounding anode wire connection.  

5. Grounding anode wire shall be connected to the identified (or bottom) terminal on all 
access boxes. 

6. Service Laterals on public property - Trace wire must terminate at an approved grade 
level/in- ground trace wire access box, located at the edge of the road right-of-way, 
and out of the roadway.  

7. Service Laterals on private property - Trace wire must terminate at an approved above-
ground trace wire access box, affixed to the building exterior directly above where the 
utility enters the building, at an elevation not greater than 5 vertical feet above finished 
grade, or terminate at an approved grade level/in-ground trace wire access box, 
located within 2 linear feet of the building being served by the utility.  

8. Hydrants – Trace wire must terminate at an approved above-ground trace wire access 
box, properly affixed to the hydrant grade flange. (affixing with tape or plastic ties shall 
not be acceptable)  

9. Long-runs, in excess of 500 linear feet without service laterals or hydrants - Trace wire 
access must be provided utilizing an approved grade level/in-ground trace wire access 
box, located at the edge of the road right-of-way, and out of the roadway. The grade 
level/in-ground trace wire access box shall be delineated using a minimum 48” 
polyethylene marker post, color coded per APWA standard for the specific utility being 
marked. 
 

D. Grounding 
1. Trace wire must be properly grounded at all dead ends/stubs  
2. Grounding of trace wire shall be achieved by use of a drive-in magnesium grounding 

anode rod with a minimum of 20ft of #14 red HDPE insulated copper clad steel wire 
connected to anode (minimum 0.5 lb.) specifically manufactured for this purpose and 
buried at the same elevation as the utility.  

3. When grounding the trace wire at dead ends/stubs, the grounding anode shall be 
installed in a direction 180 degrees opposite of the trace wire, at the maximum possible 
distance.  

4. When grounding the trace wire in areas where the trace wire is continuous and neither 
the mainline trace wire or the grounding anode wire will be terminated at/above grade, 
install grounding anode directly beneath and in-line with the trace wire. Do not coil 
excess wire from grounding anode. In this installation method, the grounding anode 
wire shall be trimmed to an appropriate length before connecting to trace wire with a 
mainline to lateral lug connector.  

5. Where the anode wire will be connected to a trace wire access box, a minimum of 2 ft. 
of excess/slack wire is required after meeting final elevation. 
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2.08 MISCELLANEOUS: 
 

A. Tie Rods and Clamps:  Clow Corporation or Traverse City Iron Works. 
 
B. Polyethylene Encasement: 

1. Material:  ASTM D1248 Polyethylene, Type I, Class C, 8 mils thick. 
2. Closing tape:  2-inch wide Poly Ken #900 or Scotchwrap #50. 
 

C. Mechanical Joint Restraint: Megalug by EBBA Iron Sales, Inc. 
 

PART 3 -  EXECUTION 

 
3.07 PREPARATION: 

 
A. Alignment and Grade: 

1. Deviations: Notify Owner’s Engineer and obtain instructions to proceed where there is 
a grade discrepancy, or an obstruction not shown on the plans. 
a. Verify location and depth of existing utilities in advance of construction and provide 

adjustments in alignment and grade of force main. 
b. Depth of pipe:  Minimum cover over pipe below finished grade shall be 5 feet. 

2. High points in pipe line: Locate at air release valves. 
3. Install pipe to elevations and grades when indicated on drawings. 
4. Measure pipe inverts prior to setting cones, for as-built drawings. 

 
B. Bedding: 

1. Method:  See Article 3.04 SCHEDULES. 
2. Provide bedding area backfill in accordance with MDOT Standard Plan No. R-83C 
3. Provide continuous bearing by supporting entire length of pipe barrel evenly. 

 
C. Cleaning Pipe and Fittings: 

1. General:  Provide interior free of foreign material and joint surfaces free of lumps and 
blisters. 

 
D.   Termination: 

1. Forcemains shall terminate at the bottom of a manhole 0.1 foot above outlet invert. 
2. The alignment of forcemain discharge must be within 30 degrees of straight through 

(i.e. 12 o’clock to 6 o’clock position). 
3. Manhole flow channels shall be constructed to crown of downstream outlet for 

forcemain receiving structures. 
 
3.08 INSTALLATION: 
 

A. Laying pipe: 
1. Place pipe length and bedding as a unit in a frost free, dry trench. 
2. Special supports and saddles:  See Article 3.04 SCHEDULES. 
3. Joint deflection shall be as recommended by pipe manufacturer. 
4. HDPE pipe installation shall comply with AWWA manual M55 and construction shall 

meet ASTM F2620. 
 

B. Cutting Pipe:  
1. Ductile iron:  Power saw. 
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C. Jointing: 

1. Mechanical: 
a. Lubricate with manufacturer specified material. 
b. Tighten bolts evenly to manufacturer specifications. 

2. Push-on: 
a. Lubricate as recommended by manufacturer. 
b. Shape beveling as recommended by manufacturer. 

 
D. Setting Valves and Fittings: 

1. General:  See Article 3.04 SCHEDULES. 
2. Valves:  Plumb. 
3. Valve boxes: 

a. Base section: Center and plumb over operating nut and 2 inches above bonnet 
joint. 

b. Upper section: Set cover flush with finished grade. 
c. Witnesses: Provide two (2) measurements to permanent surface features. 

 
E. Cleanout and Air Release Valve Chambers: 

1. General:  See Article 3.04 SCHEDULES: 
2. Base Bedding:  Provide 3-inch bed of stone with full and even bearing in impervious 

soils or wet conditions. Otherwise provide on undisturbed, frost-free, dry subgrade.  
Anything over 3 inches of stone, fabric will be required on top. 

3. Precast:  Fill joint space completely and trowel. 
4. Provide casting setting as follows: 

a. Existing pavement:  Finished grade. 
b. Gravel road:  6 inches below. 
c. Unpaved areas:  Finished grade. 

 
F. Pipe Joint Restraint: 
 1. Provide mechanical joint restraint for the minimum lengths shown in joint restraint detail 

 (i.e. Schedule 3.06.A.4) 
 

*    The length of restrained pipe required shown in the joint restraint detail is based on 
trench backfill being compacted to 95% of the maximum density according to the 
Modified Proctor Method. The joint restraint detail does not consider polyethylene 
wrapped pipe. If the pipe is wrapped with polyethylene, a greater length of restrained 
pipe will be required. Unless otherwise specified, a multiplier of 1.5 shall be used to 
determine the required length when the pipe is wrapped with polyethylene. 

 
**   If straight run of pipe on small side of reducer exceeds this value, then no restrained 
 joints are necessary. 

a. Tees: Pipe restraint length shown in the joint restraint detail shall be provided in 
the branch direction. Also, the minimum length of pipe restraint in the straight 
through (run) direction shall be 10 feet on both sides of the tee. 

b. Bends: Pipe restraint length shown in the joint restraint detail shall be provided on 
both sides of the bend. 

c. Dead End: Pipe restraint length shown in the joint restraint detail shall be provided 
back from the dead-end plug. 

d. See 3.06 SCHEDULES for a detail illustrating the joint restraint requirements. 
e. All joints shall be restrained for pipe within casings. 
f. All joints between bends on water main offsets shall be restrained. 
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G. Reaction Backing (allowed only where restrained joints cannot be used and when approved 
by Engineer): 
1. Placement:   

a. Place concrete manhole block next to pipe and concrete reaction backing behind.  
Megalugs and fitting bolts shall not be covered with concrete. 

2.  Bearing area: Provide the following square feet of concrete against trench wall in 
 sand: 

 

Pipe Tees Hydrants Wyes     22½º 11¼º 

Size Plugs 90º Els   45º Els  Els Els 

      

4" 2 1 1 1 1 

6" 3 3 2 1 1 

8" 4 6 3 2 1 

12" 9 11 6 3 2 

16" 13 20 10 6 3 

 
3. Other Soil Conditions: 

a. Cement sand or hardpan  - Multiply above by 0.5 
b. Gravel       - Multiply above by 0.7 
c. Hard dry clay     - Multiply above by 0.7 
d. Soft clay       - Multiply above by 2.0 
e. Muck - secure all fittings with Megalug retainer glands or tie rod clamps and 

concrete reaction backing the same as listed for sand conditions.  Install as 
required by SECTION 02220 – EXCAVATING, BACKFILLING AND 
COMPACTING. 

 
H. Polyethylene Encasement: 

1. In corrosive soils: Install over ductile iron pipe and tape seams in accordance with 
AWWA C-105. 

 
I. Tracer Wire: 

1. Trace wire installation shall be performed in such a manner that allows proper access 
for connection of line tracing equipment, proper locating of wire without loss or 
deterioration of low frequency (512Hz) signal for distances in excess of 1,000 linear 
feet, and without distortion of signal caused by multiple wires being installed in close 
proximity to one another.  

2. Trace wire systems must be installed as a single continuous wire, except where using 
approved connectors. No looping or coiling of wire is allowed. 

3. Any damage occurring during installation of the trace wire must be immediately 
repaired by removing the damaged wire and installing a new section of wire with 
approved connectors. Taping and/or spray coating shall not be allowed.  

4. Trace wire shall be installed at the bottom half of the pipe and secured (taped/tied) at 
5’ intervals.  

5. Trace wire must be properly grounded as specified.  
6. Trace wire on all service laterals/stubs must terminate at an approved trace wire 

access box located directly above the utility, at the edge of the road right-of-way, but 
out of the roadway. (See Trace wire Termination/Access)  

7. At all mainline dead-ends, trace wire shall go to ground using an approved connection 
to a drive-in magnesium grounding anode rod, buried at the same depth as the trace 
wire. (See Grounding)  

8. Mainline trace wire shall not be connected to existing conductive pipes. Treat as a 
mainline dead- end, ground using an approved waterproof connection to a grounding 
anode buried at the same depth as the trace wire.  
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9. All service lateral trace wires shall be a single wire, connected to the mainline trace 
wire using a mainline to lateral lug connector, installed without cutting/splicing the 
mainline trace wire.  

10. In occurrences where an existing trace wire is encountered on an existing utility that is 
being extended or tied into, the new trace wire and existing trace wire shall be 
connected using approved splice connectors and shall be properly grounded at the 
splice location as specified. 

11. Sanitary Sewer: 
a. A mainline trace wire must be installed, with all service lateral trace wires properly 

connected to the mainline trace wire, to ensure full tracing/locating capabilities 
from a single connection point.  

b. Lay mainline trace wire continuously, by-passing around the outside of 
manholes/structures on the North or East side.  

c. Trace wire on all sanitary service laterals must terminate at an approved trace wire 
access box color coded green and located directly above the service lateral at the 
edge of road right of way. 

 
3.09 TESTING AND INSPECTION: 

 
A. General: 

1. Observation:  By Township Field inspector. 
2. Completion:  Before connection to lift station. 
3. Notification:  Pretest and arrange for inspection and test. 
4. Equipment and assistance:  Provide. 
5. Required water:  By Township where available from municipal system. 
6. HDPE testing shall be in accordance with AWWA C901. 
 

B. Electrical Continuity:  Test ductile iron pipe for continuity and repair breaks. 
 
C. Pressure: 

1. Conditions: Air or air-water methods of applying pressure prohibited. 
2. Range: 100 to 110 psi at lowest elevation. 
3. Duration: 1 hour and until completion of inspection. 
4. Procedure: Fill system slowly, expel air through air release valve connection at high 

points and apply pressure.  Install air release valve after test. 
5. Inspection: Examine line and appurtenances for leaks and movement. 
6. Corrections: Repair defects, visible leaks and repeat test until acceptable. 

 
D. Leakage: 

1. Condition:  Following pressure test. 
2. Average pressure:  Within pressure test range. 
3. Duration:  two (2) hours. 
4. Filling:  As in pressure test. 
5. Supplying make-up water: Measurable source. 
6. Leakage:  Quantity of water supplied to maintain test pressure. 
7. Allowable:  Less than: 
 L = ND x Square root of P 
    3700     , where 
 L = leakage (gallons per hour) 
 N = number of joints 
 D = nominal pipe diameter (inches) 
 P = average test pressure (pounds per square inch gauge) 
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 Note:  Formula equals 0.8 gallon per hour per mile per inch diameter at 100 psi for 18-
foot lengths. 

 
8. Correction:  Repair defects and repeat test until acceptable. 

 
3.10 SCHEDULES: 
 

A. Standard Details: 
1. Special supports for underground utilities / pipe saddles 
2. Methods of bedding pipe 
3. Standard air release valve chamber 
4. Joint Restraint Requirements 
5. Drop connection detail 
6. Force main discharge detail 
7. Clean out detail 
8. HDPE details 
9. Tracer Wire Specifications 

 

 

END OF SECTION 
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PIPE SADDLES

SPECIAL SUPPORTS FOR

UNDERGROUND UTILITIES

1.  PIPE SADDLE IS NOT REQUIRED FOR PLASTIC, 

3000 PSI CONCRETE

3000 PSI CONCRETE

I-BEAM, UTILITY POLE, ETC.

GROUND

UNDISTURBED

BEDDING

PIPE UNDER CONSTRUCTION

COMPACTED

BACKFILL FOR

UTILITY PIPE

SUPPORT

BEDDING

1

1

2D

SIMILAR SUPPORT METHODS APPLY TO

UTILITIES PARALLELING AND ABOVE

THE PIPE UNDER CONSTRUCTION

NOTE:  MAINTAIN EXISTING

     COATING ON UTILITYTEMP. WIRE CABLE SUPPORTS

AS NECESSARY (DO NOT REMOVE

UNTIL BACKFILL IS COMPLETED)

333400SADDLE

03/24

SECTION ELEVATION

ELEVATIONSECTION

GROUND

UNDISTURBED

BACKFILL FOR

UTILITY PIPE

SUPPORT

COMPACTED

UNDERGROUND

UTILITY

EXISTING 

UTILITY

EXISTING 

UNDERGROUND

6" MIN.

6"

MIN.

6"

MIN.

D

2D

MIN.

D

STEEL, LEAD OR COPPER PIPE 2" OR SMALLER.

NOTE:

EXISTING 

UTILITY

UNDERGROUND

PIPE UNDER

CONSTRUCTION
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24" DIA. OPENING ABOVE

STEPS

SUMP-12" DIA. x 6" DEEP

STANDARD AIR RELEASE VALVE CHAMBER

8" CONCRETE BASE

UNDISTURBED GROUND

PRECAST

333400_AR

07/26

SECTION

PLAN

FINISHED GRADE

CASTING AND COVER AS SPECIFIED.

STEPS

2
4
"

M
A

X
.

1
6
"

T
Y

P
.

2
"

8
"

4
'
-
6
"
 
M

I
N

.

6" 4'-0" 6"

AS SPECIFIED

AIR RELEASE VALVE

8" REINFORCED CONC. COVER

#4 BARS AT 6" EACH WAY

GROUT

COMPACTED

SAND

4"

4"

DETAIL FOR PRECAST BASE

REQUIREMENTS

NOTE:  SEE STANDARD SANITARY MH

CONCRETE PIER

WITH #5 BARS

5
"

1
2
"
 
M

I
N

.

SUMP

4000 PSI

LINK SEAL OR KORE-N-SEAL

CASTING SET ON PRECAST

CONCRETE ADJUSTING

RINGS (AS REQUIRED)

PLACE HYDRAULIC CEMENT

INSIDE AND OUTSIDE OF

PIPE PENETRATION

PLACE VALVE TO ALLOW

REMOVAL OF AIR RELEASE

SEE STANDARD SANITARY MH DETAIL

FOR PRECAST CASTING DETAILS

2
0
"

M
A

X
.

6
"
 
M

I
N

.

6" MIN.
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22 1/2° BEND OR LESS

45° BEND

L

L

L

L

90° BEND

L

L

L

TEE

L

L

JOINT RESTRAINT REQUIREMENTS

"L" = MINIMUM LENGTH OF MECHANICAL JOINT

RESTRAINT SHOWN IN TABLE

MULTIPLY BY 1.5 IF PIPE IS WRAPPED IN POLYETHYLENE

REDUCERS

DEAD END

* AND ** - SEE PARAGRAPH 3.02H OF SPECIFICATION SECTION 33 11 00

***VERTICAL BENDS REQUIRE 50% OF ADDITIONAL RESTRAINT.

PIPE RESTRAINT LENGTH (L) REQUIRED, FEET*

Pipe

Dia.

Tees, 90°

Bends

45°

Bends

22-1/2°

Bends

11-1/4°

Bends

Dead

Ends

Reducers

(one size)

**

4" 23 9 5 2 57

6" 32 13 6 3 82 43 63

8" 41 17 8 4 104 43 55

12" 58 24 12 6 149 80 120

16" 74 31 15 7 192 82 110

333400_JOINT

03/24

MINIMUM LENGTH OF MECHANICAL JOINT RESTRAINT

IN TRHOUGH DIRECTION SHALL BE 10' ON BOTH SIDES

OF TEE
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FLOW CHANNEL BENCH TO

FM DROP CONNECTION DETAIL 

STEPS

REACTION BACKING

RESTRAINED PLUG

PREFABRICATED

FLEXIBLE

CONNECTION

NOTES:

FITTINGS:

MECHANICAL JOINT, RESTRAINED WITH

PIPE:

DUCTILE IRON CLASS 52 INCLUDING

FIRST LENGTH OF PIPE BEHIND

DROP CONNECTION

FINISHED GRADE

ALTERNATIVE HDPE PIPE FORCEMAIN

SLOPE MUST BE CONSISTENT

D.I. PIPE FORCEMAIN

333400_DROP

8/24

SECTION

PLAN

MEGA LUGS

DROP PIPE:

SAME SIZE AS FORCEMAIN

SANITARY SEWER

(SEE SECTION 33 31 00)

SANITARY MANHOLE

STANDARD 

UNDISTURBED 

GROUND

COMPACTED

GRANULAR BACKFILL

D.I. PIPE

DROP

0
.
1

'

4000 PSI CONCRETE

24" OPENING ABOVE

3"

WYE

HDPE PIPE:

SLOPE TO INVERT

OFFSET CONE

CASTING AND COVER AS SPECIFIED.

DETAIL FOR PRECAST BASE

REQUIREMENTS

NOTE:  SEE STANDARD SANITARY MH

SEE STANDARD SANITARY MH DETAIL

FOR PRECAST CASTING DETAILS

CONSISTENT SLOPE

TO INVERT

CROWN OF OUTLET PIPE

4% MIN SLOPE

SEE
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NOSCALE 

TRACE WIRE SHALL BE 
ROUTED AROUND 
MANHOLES ON THE NORTH 
AND OR EAST SIDE 

 
 

12 AWG COPPER CLAD 
STEEL-GREEN 
(TYP) 

 
MAIN LINE TO LATERAL 
LUG CONNECTOR 
(TYP) 

 
 
 
 
 

GRADE LEVEL IN-GROUND 
ACCESS BOX AND DRIVE-IN 
MAGNESIUM GROUNDING 
ANODE (SEE SEWER 
SERVICE DETAIL) 

 
SEWER SERVICE 
(TYP) 

 
 
 

DRIVE-IN MAGNESIUM 
GROUNDING ANODE 
(TYP) 

 
 

4-WAY CONNECTOR OR 
TWO 3-WAY CONNECTORS 
WITH SHORT JUMPER WIRE 

 
 
 
 
 

MANHOLE 
(TYP) 

 
 
 
 
 

NOTES: 
1. WIRE SHOWN AWAY FROM PIPE FOR CLARITY.WIRE SHALL BE 

INSTALLED ON THE BOTTOM SIDE OF THE PIPE BELOW THE 
SPRING LINE.THE WIRE SHALL BE FASTENED TO THE PIPE 
WITH TAPE OR PLASTIC TIES AT 5' INTERVALS. 

 
 

TRACE WIRE PLAN(SEWER) 
NO SCALE 

 
 
 
 
 
 
 
 

MICHIGAN RURAL WATER ASSOCIATION 
STANDARD DETAIL 

 

TRACE WIRE 
SAMPLE SEWER PLAN 

May 28, 2014 

N 
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RIGHT-OF-WAY 
LINE 

 

12 AWG COPPER N 
CLAD STEEL-GREEN 
(TYP) 

 

MAIN LINE TO DRIVE-IN 
LATERAL LUG MAGNESIUM 
CONNECTOR GROUNDING 

1.0' MAX ANODE ROD 
 
 

1.0' MAX 

GRADE LEVEL IN-GROUND TRACE SEWER SERVICE 
WIRE ACCESS BOX DIRECTLY ABOVE ON PRIVATE SIDE 
SEWER SERVICE 

 

5.0' MAX 
TAPE OR 
PLASTIC TIE NOTES: (TYP) 1.   WIRE SHOWN AWAY FROM PIPE FOR CLARITY.WIRE SHALL BE 

INSTALLED IMMEDIATELY ADJACENT TO THE SERVICE PIPE. 
THE WIRE SHALL BE FASTENED TO THE PIPE WITH TAPE OR 
PLASTIC TIES AT5' INTERVALS. 

SEWER SERVICE-PLAN VIEW 
 

 

NO SCALE 
 

 

 

 

 

 

 

 

 

 

 

 

 

COIL 2' OF EXTRARED AND GREEN 
WIRE IN ACCESS BOX.RED WIRE GRADE LEVEL IN-GROUND TRACE WIRE 
IS FROM GROUNDING ANODE AND ACCESS BOX TO BE INSTALLED DIRECTLY 
GREEN WIRE IS TRACE WIRE ON OVER SEWER SERVICE NEAR THE 
SERVICE PIPE THAT CONNECTS TO RIGHT-OF-WAYLINE 
THE MAINLINE WIRE. 

 

 

 

 

14 AWG COPPER CLAD 
STEEL-RED,FACTORY 
CONNECTED TO 
GROUND ROD 

 
 

CENTERLINE SEWER 
SERVICE 

 

 
 

12 AWG COPPER CLAD 
STEEL-GREEN 
(TYP) 

DRIVE-IN MAGNESIUM 
GROUNDING ANODE 
ROD 

 

 
SEWER SERVICE 

 

 

WIRE CONTINUES WITH SEWER 
SERVICE AND CONNECTS TO 
MAINLINE WIRE(SEE PLAN VIEW 
ABOVE) 

 

SEWER SERVICE-SECTION VIEW 
 

 

NO SCALE 

  
MICHIGAN RURAL WATER ASSOCIATION 

STANDARD DETAIL 
 

 

TRACE WIRE 
SEWER SERVICE DETAIL 

May 28,2014 
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MAINLINE TO GROUNDING 
ANODE LUG CONNECTOR 

TRACE WIRE SHALL BE 
ROUTED AROUND N 
MANHOLES ON THE NORTH 
AND OR EAST SIDE 

 
 
 
 

14 AWG COPPER CLAD 
STEEL-RED, FACTORY 
CONNECTED TO 
GROUND ROD 

TAPE OR 
PLASTIC TIE 
(TYP) 

 
 
 

DRIVE-IN MAGNESIUM 
GROUNDING ANODE 
ROD  

 

5.0' MAX 
 

1.0' MAX 

12 AWG COPPER 
CLAD STEEL-GREEN 
(TYP) 

 
 
 

SEWER MANHOLE-PLAN VIEW 
NO SCALE 

 
 
 
 
 
 

27" 

 
 
 
 
 
 
 
 

MAINLINE TO MAGNESIUM 
GROUNDING ANODE LUG 
CONNECTOR 

 
TAPE OR 
PLASTIC TIE 
(TYP) 

 
DRIVE-IN MAGNESIUM 
GROUNDING ANODE 
ROD 

 
5.0' MAX 

 
1.0' MAX 

 

12 AWG COPPER 
CLAD STEEL-GREEN 
(TYP) 
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1071  APPENDIX A - 1 PLANS AND SPECS SUBMITTAL PROCESS 

APPENDIX “A” 
 

WATER MAIN AND SANITARY SEWER 
PLANS AND SPECIFICATIONS OVERVIEW  

 
 

1. The Plans and Specifications shall be submitted with a cover letter which shall 
contain a brief description of the proposed extension or connection, including the 
name, location and the lengths and sizes of the water mains and sewer lines per 
street to be constructed. The plans must indicate the project name, location of the 
project and location sketch.  Refer to Section 01000, Paragraph 1.03 for complete 
description of the plan review process. 

 
2. The plans must be sealed by a State of Michigan licensed professional engineer. 

 
3. The proposed Plans must be reviewed and approved by the Township and Township 

Engineer. 
 

4. Easements for water and/or sewer lines must be detailed on the Plans.  Platted 
easements must be so noted and one (1) executed easement document must be 
submitted for each easement.  

 
5. A general note must be included on the Plans stating the construction shall be done 

in accordance with the “Allendale Charter Township Standard Construction 
Requirements”. 

 
6. The Plans must define all areas of construction adjacent to lakes, streams, water 

courses, or other erosion sensitive locations and reference acceptable control 
techniques, which must be used to control soil erosion and sedimentation. 

 
7. If the project is within 500 feet of a lake or stream, or if the construction activity is 

within a 100 year floodplain and /or wetlands (Wetlands as defined by 30301(d) of 
Part 303 of Act 451 of Michigan, PA 1994) copies of all necessary permits or 
evidence of submittal, or a request for determination from the Michigan Department 
of Environmental Quality – Land and Water Management Division regarding those 
activities must be submitted. 

 
8. For water mains constructed within public easement, the curb stops, or shut-off valve 

must be located on the easement line or right-of-way. 
 

9. For water main and sanitary sewer projects, the permit applications for water 
systems as required by Act 399 and wastewater systems as required by Authority of 
Part 41, Act 451 of Michigan, PA 1994 as amended shall be completed and 
submitted. 
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APPENDIX “B” 
 

DEVELOPMENT FEE 
 

This fee is intended to cover the cost of plan review, construction observation/inspection and 
administration by the Township and Township Engineer on development projects in the 
Township.   
 
The fee amount will be considered an estimated amount and is estimated for each development 
project by application of the following rates:   
  

Item Rate 
Water main  See Township Rate 

Schedule 
  
Sanitary Sewer See Township Rate 

Schedule 
  
Force main See Township Rate 

Schedule 
  
Sidewalk, Shared Use 
Path, Pedestrian Bridge 

See Township Rate 
Schedule 

  
Pump Station(s)  See Township Rate 

Schedule 
 
The entire estimated Development Fee shall be paid by the Developer to the Township prior to 
submittal of plans to MDEQ for permits. 
 
The above noted fees are intended to cover all Township expenses related to site plan reviews, 
construction plan reviews, meeting, construction observation/inspection, and Township 
administration.  Any plans submitted multiple times for review will have an additional charge for 
each plan review after the second review.  Beginning with the third submittal, a review fee of 
$400.00 will be added on to the development fee. 
 
The Development Fee amount paid by the Developer to the Township will be placed into an 
Escrow Account.  Draws from the Escrow Account will be made by the Township for the actual 
costs incurred in plan review, design engineering, construction observation/inspection and 
administration by the Township and Township Engineer.   
 
Should expected costs exceed fees placed in the escrow account, the Township may request 
additional funds be deposited into the account in an amount necessary to cover current and/or 
projected future costs. 
 
Monies remaining in the Escrow Account upon completion of the project and acceptance by the 
Township will be returned to the Developer within 30 days after final acceptance of the project by 
the Township.   
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APPENDIX “B”

COMMERCIAL REVIEW FEE

This fee is intended to cover the cost of plan review, construction observation/inspection and 
administration by the Township and Township Engineer on commercial projects in the Township.  

The fee amount will be considered an estimated amount and is applied for each commercial project.  
This fee will be $1,500.
 
The above noted fees are intended to cover all Township expenses related to construction plan 
reviews, meetings, construction observation/inspection, and Township administration.  

The Commercial Review Fee will be paid by the Owner to the Township and will be placed into an 
Escrow Account.  Draws from the Escrow Account will be made by the Township for the actual costs 
incurred in plan review, construction observation/inspection and administration by the Township and 
Township Engineer.  

Should expected costs exceed fees placed in the escrow account, the Township will require additional 
funds be deposited into the account in an amount necessary to cover current and/or projected future 
costs.

Monies remaining in the Escrow Account upon completion of the project and acceptance by the 
Township will be returned to the Developer within 30 days after final acceptance of the project by the 
Township.  
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1071 APPENDIX C - 1 UTILITY LINE EASEMENT

UTILITY LINE EASEMENT

__________________________________________
Contract No. _______________________________
Plan Sheet _________________________________
Tax Description No. _________________________
Tax Map __________________________________

THIS INDENTURE, made and entered into this _____ day of ___________________, 
20__, by and between ___________________________________________________________, 
whose address is ____________________________________________________________, 
hereinafter referred to as "Grantor," and ALLENDALE CHARTER TOWNSHIP, a body 
corporate, as authorized by the Constitution of the State of Michigan, acting by and 
through its TOWNSHIP BOARD, whose address is 6676 Lake Michigan Dr., P.O. Box 539 
Allendale, Michigan 49401, hereinafter referred to as "Township";

WITNESSETH:

For and in consideration of the sum of _______________________________________
________________________ ($____________) Dollar(s), paid to Grantor, the receipt of which 
is hereby acknowledged, Grantor does hereby grant unto Township, its successors and assigns, a 
non-exclusive perpetual and permanent easement and right of way, under, through and across a 
certain piece or parcel of land situated in the ____________ OF ____________, in the 
COUNTY OF OTTAWA and STATE OF MICHIGAN, the piece or parcel of land being 
owned by Grantor in fee simple and described as follows:

FEE DESCRIPTION:  

EASEMENT DESCRIPTION:  

This Easement is exempt from ad valorem transfer tax by reason of MCL 
207.526, Section 6(a) and MCL 207.505, Section 5(a).
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The easement and right of way granted herein shall be for the purpose of the construction 
and installation of utility lines, including sewer line or lines, water line or lines, storm sewer 
lines, drains and drain tiles, and their appurtenant valves, hydrants and accessories, under, 
through and across the above-described Easement Description for the purpose of constructing, 
operation, maintaining, repairing, replacing, reinstalling, inspecting and keeping in working 
order the utility lines, sewer lines, water lines and storm sewer lines, and their appurtenant 
valves, hydrants and accessories, which are running under, through and across the above-
described Easement Description, all hereinafter collectively referred to as "Utility Lines."

The easement and right of way granted herein shall include the right to enter upon 
sufficient land of Grantor adjacent to the Easement Description ("Adjacent Land") as is required 
for the construction, installation, maintenance, repair, replacement, reinstallation, operation and 
inspection of said Utility Lines, together with the right to install intersecting Utility Lines 
therein.  In exercising its rights to enter Adjacent Land, Township shall conduct its activities in a 
manner that will minimize its presence on land outside of the easement and right of way.  Each 
time it enters the Adjacent Land, Township shall, at its sole expense, restore it to the condition it 
was in immediately prior to entry.

TERM:  Said easement and right of way under, through and across the above-described 
Easement Description, for the use and benefit of Township, its successors and assigns, shall be 
perpetual.

AUTHORITY:  Grantor warrants that they have the right and authority to grant this 
easement as above-described and own the lands covered by the Easement Description.

RESTORATION:  The easement and right of way shall include, but not be limited to, 
Township’s right to enter upon the Easement Description at such times as may be reasonably 
necessary to construct, maintain, repair, replace, reinstall and inspect its Utility Lines across, 
through and under the above-described Easement Description, together with the right to excavate 
a trench or ditch for the location of said Utility Lines.  Township shall have the further right to 
remove trees, brush, undergrowth and other obstructions situated upon the above-described 
Easement Description interfering with the location, construction, maintenance or repair of said 
Utility Lines.  As a consideration for the Township to have the right to construct and install said 
Utility Lines, Township shall be obligated, at its sole expense (i) to fill and grade to ground level 
the trench or ditch occupied by said Utility Lines and (ii) to restore the drives, parking areas, 
shrubs or grass to their former condition, insofar as is reasonably possible.  Township does 
further covenant and agree that in the event it shall become necessary, at any time, to enter upon 
the above-described Easement Description for the purpose of maintenance, repair, replacement, 
construction or reinstallation of said Utility Lines, Township shall, at its sole expense, return said 
piece or parcel of land to a similar condition as before such maintenance or repair upon the 
completion of the same, insofar as is reasonably possible.

The removal or demolition of any existing buildings, structures or fences which shall be 
required for the reasonable exercise of the foregoing powers, shall be removed or demolished at 
the expense of the Township.

Page 244 of 284



1071 APPENDIX C - 4 UTILITY LINE EASEMENT

INDEMNIFICATION:  Township agrees to fully defend, indemnify, save and keep 
harmless the Grantor from any and all claims for damage to real and personal property and 
injuries and death suffered by persons in any manner caused by or growing out of or in any way 
connected with the construction, installation, repair, maintenance or presence of said Utility 
Lines, under and across the piece or parcel of land of Grantor or the presence of Township or its 
employees, guests, invitees, contractors and agents upon the Easement Description or Adjacent 
Land.  Grantor agrees that they will not construct a building, structure or other permanent 
improvement on said Easement Description without first obtaining the written consent of the 
Township, which consent will not be unreasonably withheld, delayed or conditioned; and this 
conveyance includes a release of any and all claims to damage arising from or incidental to the 
exercise of any of the foregoing powers, except as above provided.

The pronouns and relative words herein are written in the masculine and singular only.  If 
more than one joins in, or be either of the feminine sex or a business entity, such words shall be 
read as if written in plural, feminine or neuter, respectively.

The Grantor has caused these presents to be signed the day and year first above written. 

Sign here: ______________________________
Type here: ______________________________

Sign here: ______________________________
Type here: ______________________________

Address: ______________________________
______________________________
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STATE OF MICHIGAN )
   ss.

COUNTY OF OTTAWA )

On this _____ day of ____________________, 20__, before me, a Notary Public, in and 
for said County, personally appeared _______________________________________________,
to me known to be the same persons described in and who executed the within instrument, who 
each acknowledged the same to be their own free act and deed.

Sign here: ____________________________________
Type here: ____________________________________
Notary Public
_____________ County, Michigan
My Commission Expires:_______________

ALLENDALE CHARTER TOWNSHIP,
a Michigan Charter Township 

By:_____________________________
Township Supervisor 

Print Name
 

STATE OF MICHIGAN )
) ss.

COUNTY OF OTTAWA )

The foregoing Agreement was acknowledged before me in Ottawa County, Michigan, 
this _______ day of ______________, 2022, by , the 
Supervisor of Allendale Charter Township, a Michigan charter township, on behalf of the 
Township.

Sign here: ____________________________________
Type here: ____________________________________
Notary Public
_____________ County, Michigan
My Commission Expires:_______________

Prepared By:
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CONSENT AND ACKNOWLEDGMENT OF EASEMENT

Parcel ____________________ (__________)

KNOW ALL MEN BY THESE PRESENTS, that _____________________________ 
_________________________________, of ____________________________________, as the 
Mortgagee under a certain Mortgage dated _________________________, 20__, and recorded 
on _________________________, 20__, in Liber ______ of Ottawa County records on Page 
______, hereby consents to the grant of easement made by 
________________________________________, Mortgagor in the Mortgage herein described, 
to ___________________________________________________________________________, 
dated ____________________, 20__, and recorded on ______________________, 20__, in 
Liber ______ of Ottawa County records on Page ______, and acknowledges that such Mortgage 
will be subject to this Easement.

Dated this _____ day of ____________________, 20__.

Signed in the Presence of:

__________________________________________

By:
Sign here: _____________________ Sign here: ______________________________
Type here: _____________________ Type here: ______________________________

Its: ______________________________

By:
Sign here: _____________________ Sign here: ______________________________
Type here: _____________________ Type here: ______________________________

Its: ______________________________
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STATE OF _________________ )
   ss.

COUNTY OF ________________ )

On this _____ day of __________________, 20__, before me, a Notary Public, in and for 
said County, appeared ____________________________________________ and 
____________________________________________________, to me personally known, who, 
being by me duly sworn, did say that they are respectively the _________________________ 
______________________ and the ______________________________ of 
______________________________________________________, the banking corporation 
named in and which executed the within instrument, and that instrument was signed on behalf of 
said banking corporation by authority of its Board of Directors, and said 
_____________________________ and __________________________________ 
acknowledged said instrument to be the free act and deed of said banking corporation.

Prepared by:
______________________________ Sign here: ______________________________
______________________________ Type here: ______________________________
______________________________
______________________________ Notary Public
______________________________ _______________ County, _________________
______________________________
______________________________ My Commission Expires:___________________
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STATEMENT OF JUST COMPENSATION

TO: _________________________________________
_________________________________________
_________________________________________
_________________________________________

THIS STATEMENT OF JUST COMPENSATION is based on the fair market value 
of the interest in real property, hereinafter described, obtained by the 
_________________________
_______________________________________________, for the ______________________
______________________________ Project.  This Statement is not less than the appraised 
value of the interest in said property acquired, and this Statement disregards any decrease or 
increase of the fair market value of the property caused by the Project.  It has been determined 
that there is no damage to any remaining real property.  There are no buildings, structures or 
other improvements, including fixtures, removable building equipment and trade fixtures which 
are considered to be part of the real property interest for which the offer of just compensation is 
made, as follows:

REAL PROPERTY:

INTEREST OBTAINED:

DESCRIPTION OF PROPERTY:

INTERESTED PERSONS:

APPORTIONMENT OF JUST COMPENSATION:
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APPRAISED FAIR MARKET VALUE:

__________________________________________

By: ____________________________________

Its: ____________________________________

THE UNDERSIGNED acknowledges receipt of the foregoing Statement of Just 
Compensation and understands their rights and hereby waives their rights under Public Law 91-
646, and agrees to grant the interest requested on the terms proposed, even if a donation of such 
interest.

This waiver includes a waiver of any appraisal of our property, including accompanying 
an appraiser inspecting our property.  This waiver and the execution of the Easement and/or 
instruments of conveyance of our interest in such property is made without undue influence or 
coercive action of any nature by anyone involved in this Project.  We understand that we could 
request an appraisal of our property and have the right to receive Just Compensation for the 
conveyance of the interest being requested by the party receiving the Easement or conveyance. 

Dated this ____ day of ____________________, 200_.

__________________________________________

__________________________________________
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BICYCLE PATH AND WALKWAY EASEMENT

Parcel No. ____________________
_______________________ Project

THIS INDENTURE made and entered into this _____ day of ____________________, 
200_, by and between ___________________________________________________________, 
of _____________________________________________________, hereinafter "Grantor," and 
the ____________________________________________________, of ___________________
_____________________________, hereinafter "Township;"

WITNESSETH:

For the sum of One and no/100 ($1.00) Dollar and other valuable consideration paid to 
the Grantor by the Township, the receipt of which is hereby acknowledged by Grantor, the 
Grantor does hereby grant, bargain, convey and assign unto the Township, its successors and 
assigns, a non-exclusive, perpetual and permanent easement and right-of-way over and across 
that certain piece or parcel of land situated in the _______________ OF _______________, 
COUNTY OF _______________ and STATE OF MICHIGAN, the piece or parcel of land 
being owned by the Grantor in fee simple and described as follows:

FEE DESCRIPTION:  

IN A PUBLIC BICYCLE PATH AND WALKWAY EASEMENT 
SPECIFICALLY DESCRIBED AS FOLLOWS:

EASEMENT DESCRIPTION:  

This Easement is exempt from transfer tax by reason of MCL 207.526, Section 
6(a); and MCL 207.505, Section 5(a).

The easement granted herein shall be for the purpose of installing, constructing, 
operating, maintaining, repairing, replacing, reinstalling, inspecting and keeping in working 
order the Bicycle Path and Walkway (including sidewalks at the election of the Township) which 
may run over and across the above-described easement and right-of-way, all hereinafter 
collectively referred to as the "Bicycle Path and Walkway Easement."

The easement granted herein shall include the right to enter upon sufficient land owned 
by the Grantor which is adjacent to the Bicycle Path and Walkway as is required for the 
construction, installation, maintenance, repair, replacement, reinstallation, operation and 
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inspection of said Bicycle Path and Walkway, together with the right to install signs on the 
adjacent land as to the use by the public.

TO HAVE AND TO HOLD said Bicycle Path and Walkway Easement and right-of-way 
over and across the above-described piece or parcel of land unto the Township, its successors 
and assigns, for the use and benefit of the Township, its successors and assigns, FOREVER.

The Grantor warrants that they have the right and authority to grant this easement as 
above-described and own the lands covered by the easement and right- of-way.

The easement and right-of-way shall include, but not be limited to, the right to enter upon 
the easement at any reasonable time for the purpose of such construction, maintenance, repair, 
replacement, reinstallation and inspection of its Bicycle Path and Walkway, together with the 
right to excavate a foundation for the location of such Bicycle Path and Walkway.  The easement 
and right-of-way shall further include right to remove trees, brush, undergrowth and other 
obstructions situated upon the above-described piece or parcel of land which may interfere with 
the location, construction, maintenance or repair of such Bicycle Path or Walkway.  The 
Township, as a consideration for our granting the right to construct and install such Bicycle Path 
and Walkway, shall be obligated to fill and grade to ground level the areas adjoining the Bicycle 
Path and Walkway and shall also be obligated to restore to their former condition, insofar as is 
reasonably possible, the drives, parking areas, shrubs and/or grass along side such Bicycle Path 
and Walkway.  The Township further covenants and agrees that it will restore such piece or 
parcel of land to a similar condition, insofar as is reasonably possible, in the event it shall at any 
time become necessary to enter upon the easement for the purpose of maintenance, repair, 
replacement, construction or reinstallation of such Bicycle Path and Walkway.

The removal or demolition of any existing buildings, structures or fences required for the 
reasonable exercise of the foregoing powers shall be removed or demolished at the Township's 
expense.

The Township agrees to fully indemnify, save and keep harmless the Grantor from any 
and all claims for damage to real and personal property and injuries or death suffered by persons 
in any manner caused by or growing out of the construction, installation, repair, maintenance or 
presence of said Bicycle Path and Walkway over and across the piece or parcel of land of 
Grantor, except for the negligence of the Grantor, their heirs, representatives, successors or 
assigns.  The Grantor further agrees that they will not construct a building, structure or 
improvement on such easement and right-of-way without first obtaining the written consent of 
the Township, and this conveyance includes a release of any and all claims to damage arising 
from or incidental to the exercise of any of the foregoing powers, except as above provided.

The pronouns and relative words herein are written in the masculine and singular only.  If 
more than one joins in, or be of the feminine sex or a business entity, such words shall be read as 
if written in plural, feminine or neuter, respectively.
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IN WITNESS WHEREOF, the Grantor has caused these presents to be signed the day 
and year first above written.  This instrument shall be binding upon and inure to the benefit of 
the parties hereto, their respective heirs, representatives, successors and assigns.

Signed in the Presence of:

Sign here: ______________________ Sign here: ______________________________
Type here: ______________________ Type here: ______________________________

Sign here: ______________________ Sign here: ______________________________
Type here: ______________________ Type here: ______________________________

Address: ______________________________
______________________________

STATE OF MICHIGAN )
   ss.

COUNTY OF __________ )

On this ____ day of _______________, 200_, before me, a Notary Public, in and for said 
County, personally appeared ______________________________________________________, 
to me known to be the same persons described in and who executed the within instrument, who 
each acknowledged the same to be their own free act and deed.

Prepared by:
Sign here: ____________________________________

___________________________ Type here: ____________________________________
___________________________
___________________________ Notary Public
___________________________ Ottawa County, Michigan
___________________________
___________________________ My Commission Expires:_______________
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APPENDIX “D” 
 

DEVELOPMENT, WATERMAIN EXTENSION or SEWER MAIN EXTENSION AGREEMENT 
 

CONTRACT FACE PAGES 
 
 

I. PARTIES 
 

A. DEVELOPER (the “Developer”):  
 

          
Name 
 
          
Address  
 
          
Type of legal entity, i.e. Corporation, Partnership, Limited Liability Company,  
Individual, etc.  

 
B. ALLENDALE CHARTER TOWNSHIP (the “Township”) 

6676 Lake Michigan Drive, PO Box 539, Allendale, MI 49401 
 
 
II. DESCRIPTION OF THE IMPROVEMENTS (the “Project”). 
 
 A. Public Utilities:  
 
      1. Watermain:             (LF) along                                                                                  Streets     
      2. Sewer Main            (LF) along                                                                                  Streets    
 
 B. Public Improvements: 
 
      1. Developer Sidewalk                 (LF)   
      2. Street Lights along                                                                                                      Streets                                                               
 
 
III. PROJECT COMPLETION DATE (the “Completion Date”): 
 
        
 
 
IV. IRREVOCABLE LETTER OF CREDIT 
 

A.  Required at substantial completion for connections.  The letter will contain funds for all uncompleted 
items. 

 
The amount of the Letter of Credit shall be based on the cost estimate for the construction prepared 
by the Owner’s Engineer and approved by the Township Engineer. 
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V. AGREEMENT OF THE PARTIES: 
 
 In consideration of the mutual covenants and agreements contained in the attached Terms and Conditions, 
the parties mutually agree that the Developer will acquire and construct the Project at Developer’s sole expense, 
that after completion and acceptance of the Project by the Township, ownership of the following items shall be 
transferred by the Developer to the Township for $1.00 pursuant to the Township’s standard form Bill of Sale: 
 

 Public Water Main and all 
Appurtenances 

 Public Sanitary Sewer Main and 
Public Sanitary Sewer Manholes 

 Sidewalk along Public Roads 
 
All aspects of the acquisition, construction, completion, and transfer of the Project to the Township shall be 
governed by all applicable ordinances and construction standards, as well as the attached Terms and Conditions.  
 
 IN WITNESS WHEREOF, the parties have executed this Agreement.   
 
Witnesses:     DEVELOPER: 
 
 
(1)      (LS)   By:       (LS) 

     *________________________________                *__________________________________ 
       
Dated:     , 20   Its:      
 
        Dated:                , 20  
 
      ALLENDALE CHARTER TOWNSHIP: 
 
(1)      (LS)   By:      (LS) 

     *________________________________               *__________________________________ 
 
Dated:    , 20   Its: Supervisor 
 
        Dated:    , 20  
 
       
(2)      (LS)    By:      (LS) 

     *_______________________________                  *__________________________________ 
 
Dated:     , 20___   Its: Clerk 
 
          Dated:     , 20___ 
   *   Printed Name 
(LS) Legal Signature 
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DEVELOPMENT AGREEMENT 
 

TERMS AND CONDITIONS 
 
 

 Section 1. PRECONSTRUCTION MATTERS.   Before commencing construction of the 
Project, Developer shall accomplish all of the following:   
 
  (a) Obtain all necessary permits for the installation and construction of the Project 
from all agencies having jurisdiction; 
 
  (b) Submit to the Township for approval detailed plans and specifications for the 
Project prepared by a professional engineer licensed in Michigan.  Construction of the Project shall not 
commence unless and until the Township approves these plans and specifications in writing.  Developer 
shall pay in cash to the Township the Township Development Fee then in effect.  
 
The Development Fee amount paid by the Developer to the Township will be placed into an 
Escrow Account.  Draws from the Escrow Account will be made by the Township for the actual 
costs incurred in plan review, design engineering, construction observation / inspection and 
administration by the Township and Township Engineer.   
 
The Township may require additional funds to be placed in the Escrow Account should the 
account become depleted throughout the project. Monies remaining in the Escrow Account upon 
completion of the project and acceptance by the Township will be returned to the Developer 
within 30 calendar days after final acceptance of the project by the Township.  
 
If the Township requests changes in the plans and specifications for the Project, Developer agrees to 
make such changes as shall be requested by the Township provided, however, the Township shall not 
withhold its approval of the plans and specifications unreasonably and, further, that if Township 
requirements with respect to the plans and specifications are in conflict with those of any agency having 
jurisdiction, the requirements of the agency shall control.  The fact the Township may require higher 
quality materials or better construction practices than an agency shall not be deemed a conflict and the 
Township requirements shall control.  The plans and specifications shall provide for complete restoration 
to original or better condition of all paved street surfaces and bicycle paths as well as replacement of all 
driveways and landscaping disturbed or damaged in the course of the construction of the Project;  
 
  (c) Submit to the Township the names of the proposed general contractor and 
all subcontractors who will be constructing and completing the Project on behalf of Developer.  
Construction of the Project shall not commence unless and until the Township has approved in 
writing Developer’s general contractor and all subcontractors, such approval not to be withheld 
unreasonably.  On request, Developer shall submit to the Township such information concerning 
Developer’s proposed contractors as the Township shall reasonably request;  
  
  (d) All easements shall be executed prior to the pre-construction meeting. All 
easements shall be in such form and substance as shall be required by the Township.  All easements 
shall be perpetual and shall be at least as wide as required by the Township but no less then twenty (20) 
feet in width in any event.  Developer shall provide to the Township such proof of title and other title 
documentation as the Township shall reasonably require in order to verify that the Township is receiving 
good title to all easements being transferred to the Township by the conclusion of the project. 
 
  (e) Schedule and convene a preconstruction meeting per the terms described in 
Section 01000, General Requirements Part 1.06. 
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 Section 2. PROJECT CONSTRUCTION.   Developer shall cause the Project to be 
constructed in accordance with the approved plans and specifications in a good and workmanlike 
manner and so as to meet all quality standards and tests which would apply and be conducted if the 
Township itself constructed and acquired the Project.  During construction of the Project, the Township 
shall be free itself or with third party contractors or consultants to undertake such inspection of the 
Project as the Township shall deem appropriate.  No change order shall be issued with respect to the 
approved plans and specifications without prior written approval of the Township, such approval not to 
be withheld unreasonably.    
 
 Section 3. DEWATERING.   If the Project requires dewatering, Developer agrees that 
Developer alone, at Developer’s sole cost and expense, is responsible for any negative impact including, 
but without limitation, quantity, quality and taste, caused to the well water supply of any lands affected by 
Project dewatering.  No Project shall be transferred to the Township, and the Township will not approve 
any Project or accept ownership thereof, unless and until the Township is satisfied that all negative 
impact to well water supplies caused by the Project have been fully and satisfactorily corrected.  The 
Township may require written documentation from the owner of lands whose well water supply has been 
affected by Project dewatering that such land owner is satisfied with his/her/their well water supply if the 
lands have not been connected to the public water system.  In the event of a disagreement between the 
Township and the Developer as to whether a particular well has been adversely affected by the Project, 
the Township Engineer shall make a written determination and this determination shall be final and 
binding on the Township and the Developer.   
 
 Section 4. COMPLETION OF THE PROJECT.   The Project shall be completed and made 
available to the Township for final inspection and approval no later than the completion date.  Upon 
completion of the Project and after final inspection and written approval by the Township, such approval 
not to be withheld unreasonably, the public utilities shall be transferred by the Developer to the 
Township pursuant to the Township’s standard form Bill of Sale.   
 
 The Township shall not be obligated to approve the Project or accept unless and until it is 
satisfied the Project has been constructed in accordance with approved plans and specifications and in 
a good workmanlike manner and, further, that the Project meets all quality standards and tests which 
would apply and be conducted if the Township itself acquired and constructed the Project.  In addition, 
the Township shall not be obligated to approve the Project and accept unless and until all of the 
restoration has been fully completed.  
  

Prior to the Township’s approval of the Project and an acceptance the Township shall receive 
from the Developer such waivers of lien, affidavits and other documentation as the Township shall 
reasonably deem necessary to be assured that all contractor(s) and all pipe and other equipment 
suppliers in connection with the project have been paid in full and that there are no liens or other unpaid 
obligations outstanding with respect to the Project.   

 
 Prior to approval and acceptance, the Township requires a written opinion from the Developer’s 
consulting engineer that the Project has been constructed and completed in accordance with the 
approved plans and specifications.   
 
 If the Contract face pages require that the Developer provide an irrevocable letter of credit prior 
to commencement of construction in order to guarantee completion of the Project by the Completion 
Date, this irrevocable letter of credit shall be issued by a bank in favor of the Township in the amount 
shown on the Contract face pages.  The letter of credit to be provided shall be in such form and with 
such provisions as the Township shall reasonably require. A standard format for the Letter of Credit is 
included in Appendix D of the Standard Construction Requirements.  In lieu of a Letter of Credit, the 
Developer may deposit a check with the Township for the full amount of the completion guarantee.   
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Said check will be deposited and held by the Township in an escrow account.  The escrow account shall 
be used for the same purpose as a Letter of Credit with draws being made in a similar manner. 
 
 The Project shall not be connected to the Township sewer and/or water systems unless and until 
the Township has completed its final inspection and approved the Project in writing.  If the Developer 
desires to connect the Project to the water and/or sewer systems after substantial completion 
but in advance of this final inspection and written approval, Developer shall provide to the 
Township an irrevocable letter of credit issued by a bank in favor of the Township in such 
amount and duration as the Township shall reasonably determine is necessary to pay all costs 
and expenses related to completing the Project.  The letter of credit to be provided shall be in 
such form and with such provisions as the Township shall reasonably require.  
 
 The amount on the Letter of Credit will not be reduced during the general course of construction 
on the Project, but may only be reduced as agreed upon by the Township at the time of substantial 
completion of the Work, provided that the amount of the Letter of Credit after the proposed reduction is 
still deemed by the Township to be sufficient to complete the project as determined by the Township or 
their authorized representatives. 
  
 If the Project is not completed by the Completion Date, the Township shall have the right to 
complete the Project at Developer’s expense and to pay the full cost of such completion by making a 
draw or draws against Developer’s letter of credit.  Developer shall reimburse the Township for all costs 
incurred in completing the Project including, but without limitation, engineering, third party contractors 
and the charges of the Township personnel necessary to supervise the completion of the Project.  To 
the extent the Township costs to complete the Project are not fully paid by a draw or draws on a letter of 
credit, Developer shall pay such amounts to the Township on demand.  Amounts not paid on demand 
shall bear interest at a rate of 1% per month or fraction of a month that the amount remains unpaid.   
 
 Section 5. GUARANTEE.    The Developer shall guarantee the completed Work for one year 
after final completion and shall promptly repair, replace, restore, or rebuild, as the Township may 
determine, any finished work in which defects of materials or workmanship may appear or to which 
damage may occur (or has occurred) because of such defects during the one-year period, except where 
other periods or maintenance and guarantee are provided.  The one-year period shall begin when the 
Certificate of Final Completion is signed by the Township and issued to the Developer (see Guarantee 
Period Agreement form at the end of Section 01000 – General Requirements).  The one-year guarantee 
period shall be extended for an additional year from the time that any of the finished Work is repaired, 
replaced, restored or rebuilt pursuant to the guarantee agreement as determined by the Township. (See 
Guarantee Period Agreement Form at the end of Section 0100 – General Requirements.) 
 
 Section 6. INSURANCE.   Beginning as and when construction of the Project is 
commenced, and continuing at all times while the Project or any part thereof is under construction, 
Developer and/or its contractor(s) shall continuously carry and maintain the same insurance coverage 
which is routinely required by the Township with respect to the construction of its own water and sewer 
projects.  The Township and its Township Board members, officers, agents and employees, the 
Township Engineer and its directors, officers, agents and employees, and the Ottawa County Road 
Commission and its board members, officers, agents and employees, shall all be named as additional 
insureds  under such insurance, and such insurance shall also provide that it is the primary source of 
coverage for all such parties named as additional insureds with respect to the Project and the acts of 
omission of Developer and its contractor(s) related thereto.   
 
 Certificates evidencing the acquisition of all insurance required by this section and that such 
insurance is in full force and effect shall be deposited with the Township before construction of the 
Projects is commenced.  Developer shall furnish, or cause to be furnished, upon request of the 
Township, certified copies of all policies required pursuant to this section as well as all amendments and 
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renewals.  All insurance policies required pursuant to this section shall contain a provision that they are 
non-cancelable and not subject to material modification by the insurer except upon 30 days’ prior written 
notice to the Township.  At least 30 days prior to the expiration or cancellation of any such insurance 
policy, there shall be furnished to the Township evidence satisfactory to it that the policy has been 
renewed or replaced by another policy.  Construction of the Project shall not commence unless and until 
the Township has approved the insurance required to be provided by Developer and its contractor(s) 
pursuant to this section in writing, such approval not be withheld unreasonably.   
 
 With respect to the Project, Developer agrees to indemnify the Township and its Township Board 
members, officers, agents and employees, as well as all of the other additional insureds named in the 
first paragraph of this section, from and against any and all claims, costs, actions, causes of action, 
loses, or expenses (including reasonable attorney’s fees and other expense of defense) resulting from or 
caused by the acts or omissions of Developer or its contractor(s) in acquiring, constructing and 
completing the Project.    
 
 Section 7. CONNECTION CHARGES/RATES.   Developer shall pay all applicable 
connection and other charges imposed by the Township pursuant to the local rate ordinance or 
rate resolution with respect to the Project.  The Township shall be entitled to establish such 
water rates and/or sewer usage rates as the Township deems appropriate.  The fact the 
Developer has installed the Project at its expense shall not excuse Developer or any party 
owning or utilizing lands and premises within the development served by the Project or any part 
thereof from being obligated to pay water rates and sewer rates or any other charges levied by 
the Township generally against water and/or sanitary sewer customers.   
 
 Section 8. TOWNSHIP UTILIZATION OF THE PROJECT.   As and when the public utilities 
have been transferred to the Township pursuant to the Bill of Sale referred to above, the Project shall 
become part of the Township water and/or sewer system, as the case may be, and may be utilized by 
the Township in such manner as the Township utilized other portions of its water and sewer systems.  
Without limiting the generality of the preceding sentence, the Township may connect other water and/or 
sewer customers to the Project itself and may also connect water and/or sewer extensions to the Project 
and connect additional customers to those extensions, all without any obligation to make any payment or 
reimbursement to the Developer on account of the Developer having constructed the Project at 
Developer’s expense, unless there is a written agreement to the contrary.  
 
 Section 9. ENFORCEMENT. In the event the Township has to take legal action to 
enforce the terms of this Agreement, the Developer agrees and shall be responsible to pay all of the 
Township’s expenses, including reasonable attorney fees and engineering fees, associated with the 
legal action.  
 

Section 10. MISCELLANEOUS.   Neither this Contract nor any rights under it may be 
assigned nor may any duty be delegated without prior written consent of the non-assigning nor non-
delegating party.  Any attempt to assign or delegate rights or duties without prior written consent shall be 
void.  This Contract shall inure to the benefit of and be binding upon the parties hereto and their 
respective successors and permitted assigns.   

 
 All notices and other documents to be served and transmitted hereunder shall be in writing and 
addressed to the respective parties hereto at the addresses stated on the Contract face pages or such 
other address or addresses as shall be specified by the parties hereto from time to time and may be 
served or transmitted in person or by ordinary or certified mail properly addressed with sufficient 
postage.  This is an integrated contract.  It contains the full understanding of the parties and supersedes 
all other understandings, agreements or conditions, written or oral, regarding the subject matter of this 
Contract.  This Contract has been executed in the State of Michigan and shall be governed by Michigan 
law, except as to matters pertaining to choice of law.  The waiver by any party hereto of a breach or 
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Address Application Form 

Allendale Charter Township 
6676 Lake Michigan Dr. 

P.O. Box 539 
Allendale, MI 49401 

Phone: (616) 892-3121 

Fax: (616) 895-6330 

Chief Mike Keefe – Allendale Fire Department 

mikekeefe@allendale-twp.org  
 

General Info (please print or type) 

Name  

Address  

City  

State  

ZIP Code  

Telephone (Home)  

Telephone (Cell)  

Telephone (business)  

Fax  

E-Mail  

 

New Business or Building Info (please print or type) 

Name  

City  

State  

ZIP Code  

Parcel#  

Approved Split  YES  NO   

 

 

 No Address numbers will be assigned without submitting a current legal survey of the property, and 

approved by the Chief Building and Zoning Administrator 
 

 All numbers will be assigned by the Allendale Charter Township Fire Chief according to the approved 

numbering sequence 
 

 All numbers should be displayed in accordance with the “Numbering Guide” of the Allendale Fire 

Department 

 
 The Township’s adopted building code requires house numbers to be displayed prior to occupancy 

 

 Address signs are available through the fire department for $15.00 each 
 

Your New Address is   

Date  

Fire Chief Signature  

 

Date 

Signature(s) 
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